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GENERAL NOTES:

BM-1 N 527433.17 £ 662544.42 -L- STA9+92.11 23.55" LT ELEV=2258.12 8“SPIKE IN BASE OF I15"PINE

— ASSUMED LIVE LOAD = HL-93 OR ALTERNATE LOADING. INASMUCH AS THE PAINT SYSTEM ON THE EXISTING STRUCTURAL
o L— STEEL CONTAINS LEAD, THE CONTRACTOR'S ATTENTION IS DIRECTED
THIS BRIDGE HAS BEEN DESIGNED IN ACCORDANCE WITH THE TO ARTICLE 107-1 OF THE STANDARD SPECIFICATIONS. ANY COSTS
REQUIREMENTS OF THE AASHTO LRFD BRIDGE DESIGN SPECIFICATIONS. RESULTING FROM COMPLIANCE WITH APPLICABLE STATE OR FEDERAL
5" RCP WOODS REGULATIONS PERTAINING TO HANDLING OF MATERIALS CONTAINING
N THIS BRIDGE IS LOCATED IN SEISMIC ZONE 1. LEAD BASED PAINT SHALL BE INCLUDED IN THE BID PRICE FOR
& RS 'REMOVAL OF EXISTING STRUCTURE AT STATION 13+25.02.”
re & S FOR OTHER DESIGN DATA AND GENERAL NOTES, SEE SHEET SN.
< . X FOR ASBESTOS ASSESSMENT FOR BRIDGE DEMOLITION AND RENOVATION
CRTOGE T S Z: N FOR EROSION CONTROL MEASURES, SEE EROSION CONTROL PLANS, ACTIVITIES, SEE SPECIAL PROVISIONS.
alla AV Py
"'rgj STA. 13725.02 - SR OED ¥ s THE EXISTING STRUCTURE, CONSISTING OF A SINGLE SPAN, 32°-0“LONG
Qb = REINFORCED CONCRETE DECK ON STEEL I- BEAMS, 21'-1“WIDE, ON REINFORCED
o = CONCRETE ABUTMENTS, AND LOCATED AT THE PROPOSED STRUCTURE, SHALL BE FOUNDATION NOTES:
e & o REMOVED. THE EXISTING BRIDGE IS PRESENTLY POSTED BELOW THE LEGAL
LKL S LOAD LIMIT.
E &3 3 3% 3 : %
— — REMOVAL OF THE EXISTING BRIDGE SHALL BE PERFORMED SO AS NOT FOR PILES, SEE SECTION 450 OF THE STANDARD SPECIFICATIONS.
———”””’,iﬂL_&_ﬁ_Ji_ﬁ e W/ TO ALLOW DEBRIS TO FALL INTO THE WATER. THE CONTRACTOR SHALL
— —t e REMOVE THE BRIDGE AND SUBMIT PLANS FOR DEMOLITION IN ACCORDANCE PILES AT END BENT NO.1 & END BENT 2 ARE DESIGNED FOR A
T0 SR 1133 g N / / TO SR 1128 WITH ARTICLE 402-2 OF THE STANDARD SPECIFICATIONS. FACTORED RESISTANCE OF 80 TONS PER PILE.
LT N 4034283'E W X./—L—/ % 20' BST e
? 7 "SR 1448 THE SUBSTRUCTURE OF THE EXISTING BRIDGE INDICATED ON THE PLANS IS DRIVE PILES AT END BENT NO.1 & END BENT NO.2 TO A REQUIRED
WEST OLD MURPHY ROAD /Zfzé?%§7 N /6/, / Aé%f;7/ / FROM THE BEST INFORMATION AVAILABLE.SINCE THIS INFORMATION IS DRIVING RESISTANCE OF 135 TONS PER PILE.
— A < , SHOWN FOR THE CONVENIENCE OF THE CONTRACTOR, THE CONTRACTOR
/o SHALL HAVE NO CLAIM WHATSOEVER AGAINST THE DEPARTMENT OF STEEL H-PILE POINTS ARE REQUIRED FOR STEEL H-PILES AT END
I L Ll TRANSPORTATION FOR ANY DELAYS OR ADDITIONAL COST INCURRED BASED BENT NO.1 & END BENT NO.2. FOR STEEL PILE POINTS, SEE SECTION
FENCE ON DIFFERENCES BETWEEN THE EXISTING BRIDGE SUBSTRUCTURE 450 OF THE STANDARD SPECIFICATIONS.
SHOWN ON THE PLANS AND THE ACTUAL CONDITIONS AT THE PROJECT SITE.

DRILLED IN PILES ARE REQUIRED FOR END BENT NO. 1 (RT).
THIS STRUCTURE HAS BEEN DESIGNED IN ACCORDANCE WITH "MEC 18- EXCAVATE HOLES AT PILE LOCATIONS TO A MINIMUM ELEVATION OF
EVALUATING SCOUR AT BRIDGES.” 2236.5 FT.FOR PILE EXCAVATIONS, SEE SECTION 450 OF THE
STANDARD SPECIFICATIONS.

< EXTSTING
BRIDGE

FOR SUBMITTAL OF WORKING DRAWINGS, SEE SPECIAL PROVISIONS.

CONCRETE OR GROUT IS REQUIRED TO FILL HOLES FOR PILE

ggﬁgﬁggéﬁffnglb— FOR FALSEWORK AND FORMWORK, SEE SPECIAL PROVISIONS. EXCAVATIONS AT END BENT NO. 1,
AND PAY ITEM)) ) : i i FOR CRANE SAFETY, SEE SPECIAL PROVISIONS. TESTING PILES WITH THE PDA DURING DRIVING, RESTRIKING OR
rrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrr S A REDRIVING MAY BE REQUIRED. THE ENGINEER WILL DETERMINE
; ; FOR GROUT FOR STRUCTURES, SEE SPECIAL PROVISIONS. THE NEED FOR PDA TESTING. FOR PDA TESTING, SEE SECTION 450

OF THE STANDARD SPECIFICATIONS.

FOR UTILITY INFORMATION, SEE UTILITY PLANS & SPECIAL PROVISIONS. THE MATERIAL SHOWN IN THE CROSS-HATCHED AREA SHALL BE EXCAVATED
FOR A DISTANCE OF 25 FT.EACH SIDE OF CENTERLINE ROADWAY AS

DIRECTED BY THE ENGINEER. THIS WORK WILL BE PAID FOR AT THE
LOCATION SKETCH CONTRACT LUMP SUM PRICE FOR UNCLASSIFIED STRUCTURE EXCAVATION. HYDRAULIC DATA
SEE SECTION 412 OF THE STANDARD SPECIFICATIONS.
ASPHALT WEARING SURFACE IS INCLUDED IN ROADWAY QUANTITY DESIGN DISCHARGE = 1400 CFS
N ROADWAY PLANS) DESIGN FREQUENCY - 25 YRS
DESIGN HW ELEVATION = 22512 FT
AT THE CONTRACTOR’S OPTION, PRESTRESSED CONCRETE END BENT AND BENT BASE DISCHARGE = 2000 CFS
CAPS MAY BE SUBSTITUTED IN PLACE OF CAST-IN-PLACE CAPS. THE CONTRACTOR BASE FREQUENCY = 100 YRS
SHALL COORDINATE WITH THE RESIDENT ENGINEER TO RECEIVE REVISED PLANS BASE HW ELEVATION = 2258.02 FT
AND DETAILS FROM THE STRUCTURES MANAGEMENT UNIT. THE REDESIGN AND ANY
éga%gig\)?élﬁkl\ﬂATERIALS NEEDED WILL BE AT NO ADDITIONAL COST TO THE OVERTOPPING FLOOD DATA
OVERTOPPING DISCHARGE = 1610 CFS
OVERTOPPING FREQUENCY = 25 + YRS
TOTAL BILL OF MATERIAL OVERTOPPING ELEVATION = 22575 FT
PILE DRIVING 3-0"x 2'-0"
REMOVAL PILE PILE UNCLASSIFIED VERTICAL | RIP RAP
OF EXISTING| ASBESTOS |eycavation | ExcavatTon | PDA | STRuCTURE | cLass a | BRIDGE “hprinrorcIng | EQUIPMENT }yp 15 x 53 | STEEL PILE |CONCRETE | CLASS II GEOEiﬁJILE ELASTOMERTC |PRESTRESSED DRAINAGE AREA 5.9 SQ. MI.
STRUCTURE | ASSESSMENT | Tn oIl | NOT IN SOTL |TESTING | EXCAVATION | CONCRETE | APPROACH STEEL SETUP FOR | STEEL PTLES| POINTS | BARRIER | (2-0" BEARINGS | CONCRETE
SLABS HP 12 X 53 RATL THICK) DRAINAGE CORED SLAB W.S. ELEVATION 2250.6'
STEEL PILES UNTT @ DATE OF SURVEY 5/4/09
LUMP SUM LUMP SUM LIN. FT. LIN. FT. EA. LUMP SUM CU. YARDS | LUMP SUM LBS. EACH NO.| LIN. FT. EACH LIN. FT. TONS SQ. YARDS LUMP SUM  |NO.|LIN.FT.
SUPERSTRUCTURE LUMP SUM 120.29 LUMP SUM | 11 | 660.00
14SP.20561.1
END BENT 1 35.0 45.0 LUMP SUM 24.3 2923 7 7 154 7 61.0 46.0 PROJECT NO.
END BENT 2 LUMP SUM 24.3 2923 7 7 154 7 65.0 53.0 MACON COUNTY
TOTAL LUMP SUM | LUMP SUM 35.0 45.0 1 LUMP SUM 48.6 LUMP SUM 5846 14 14| 308 14 120.29 126.0 99.0 LUMP SUM |11 | 660.0 STATION: 13+25.02 -L-
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