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W-2

FOR FALSEWORK AND FORMWORK, SEE SPECIAL PROVISIONS.

FOR SUBMITTAL OF WORKING DRAWINGS, SEE SPECIAL PROVISIONS.

EXPANSION JOINT.

REINFORCING STEEL IN COPING SUCH THAT 2" CL. IS MAINTAINED FROM THE 

FROM WHAT IS DETAILED, THE CONTRACTOR IS RESPONSIBLE FOR FITTING 

EXPANSION JOINT ABOVE A PILE. IF THE LOCATION FOR THE EXPANSION DIFFERS 

•" EXPANSION JOINT MATERIAL SHALL BE PLACED EVERY 30' MAX. DO NOT PLACE

START CONSTRUCTION UNTIL THE REVISED WALL ENVELOPE IS ACCEPTED.

SUBMIT A REVISED WALL PROFILE VIEW (WALL ENVELOPE) FOR REVIEW. DO NOT

BEFORE BEGINNING SOLDIER PILE WALL CONSTRUCTION, SURVEY WALL LOCATION AND

442-12 OF THE STANDARD SPECIFICATIONS.

PAINT GALVANIZED PILES GRAY OR BLACK IN ACCORDANCE WITH ARTICLE

MEET SECTION 1077 OF THE STANDARD SPECIFICATIONS.

USE A SOLDIER PILE RETAINING WALL WITH PRECAST CONCRETE PANELS THAT

DRILLED IN PILES ARE REQUIRED.

PROVISION.

FOR SOLDIER PILE RETAINING WALLS, SEE SOLDIER PILE RETAINING WALLS

THE BASE OF EACH BOTTOM PANEL SHALL BE LEVEL.

INSTALLING ANY PORTION OF THE WALL.

BETWEEN WALL SYSTEM AND EXISTING UTILITIES PRIOR TO 

THE CONTRACTOR SHALL FIELD VERIFY THAT THERE ARE NO CONFLICTS

SPECIFICATIONS. 

ALL PILES SHALL BE GALVANIZED IN ACCORDANCE WITH THE STANDARD 
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