DocuSign Envelope ID: B51E6D10-1F79-497C-9E49-0FE7172D207D

BM #2 : NAIL IN BASE OF 8”POPLAR: -BL- STA. 9+93.76, 37.39" LT, ELEVATION = 3132.21"
ASSUMED LIVE LOAD = HL-93 OR ALTERNATE LOADING.
FOR OTHER DESIGN DATA AND GENERAL NOTES, SEE SHEET SN.
FOR EROSION CONTROL MEASURES, SEE EROSION CONTROL PLANS.
RIP RAP CLASS II THIS BRIDGE HAS BEEN DESIGNED IN ACCORDANCE WITH THE REQUIREMENTS OF THE AASHTO LRFD BRIDGE DESIGN
(2'-0” THICK)(TYP.) 3L o SPECIFICATIONS.
PT STA. 13+94.88 -L- L€
o AFTER SERVING AS A TEMPORARY STRUCTURE THE EXISTING STRUCTURE CONSISTING OF A SINGLE SPAN 25-6“ WITH A
- : \ < CLEAR ROADWAY WIDTH OF 19'-0” TIMBER DECK WITH ASPHALT WEARING SURFACE ON STEEL I-BEAMS WITH TIMBER CAPS,
& PROPOSED RETAINING WALL " 2% TIMBER POSTS AND SILL END BENTS AND LOCATED AT PROPOSED STRUCTURE SHALL BE REMOVED. THE EXISTING BRIDGE
(SEE RETATNING - 6 % IS PRESENTLY POSTED BELOW LOAD LIMIT. SHOULD THE STRUCTURAL INTEGRITY OF THE BRIDGE FURTHER DETERIORATE,
WALL PLANS) 15 \\\\: THIS LOAD LIMITATION MAY BE REDUCED AS FOUND NECESSARY DURING THE LIFE OF THE PROJECT.
REMOVAL OF THE EXISTING BRIDGE SHALL BE PERFORMED IN A MANNER THAT PREVENTS DEBRIS FROM FALLING INTO THE
WATER. THE CONTRACTOR SHALL SUBMIT PLANS FOR DEMOLITION AND REMOVE THE BRIDGE IN ACCORDANCE WITH ARTICLE
N 402-2 OF THE STANDARD SPECIFICATIONS.
INASMUCH AS THE PAINT SYSTEM ON THE EXISTING STRUCTURAL STEEL CONTAINS LEAD, THE CONTRACTOR'S ATTENTION
IS DIRECTED TO ARTICLE 107-1 OF THE STANDARD SPECIFICATIONS.ANY COSTS RESULTING FROM COMPLIANCE WITH
- fod—— - == £ APPLICABLE STATE OR FEDERAL REGULATIONS PERTAINING TO HANDLING OF MATERIALS CONTAINING LEAD BASED PAINT
— , g > SHALL BE INCLUDED IN THE BID PRICE FOR “REMOVAL OF EXISTING STRUCTURE ® STA.15+00.00 -L-.”
FAST FORK RD.___ wailis N THE MATERIAL SHOWN IN THE CROSS-HATCHED AREA ON SHEET S-1 SHALL BE EXCAVATED FOR A DISTANCE OF 25 FT (LEFT)
AND 25 FT.(RIGHT) OF CENTERLINE ROADWAY AS DIRECTED BY THE ENGINEER. THIS WORK WILL BE PAID FOR AT THE
CONTRACT LUMP SUM PRICE FOR UNCLASSIFIED STRUCTURE EXCAVATION. SEE SECTION 412 OF THE STANDARD
PROPOSED GUARDRAIL . SPECIFICATIONS.
o (ROADWAY PAY ITEM -
$ G - AND DETATLS) (TYP) L THE SUBSTRUCTURE OF THE EXISTING BRIDGE INDICATED ON THE PLANS IS FROM THE BEST INFORMATION AVAILABLE.
e T SINCE THIS INFORMATION IS SHOWN FOR THE CONVENIENCE OF THE CONTRACTOR, THE CONTRACTOR SHALL HAVE NO CLAIM
RE ) WHATSOEVER AGAINST THE DEPARTMENT OF TRANSPORTATION FOR ANY DELAYS OR ADDITIONAL COST INCURRED BASED ON
c| S EXISTING — DIFFERENCES BETWEEN THE EXISTING BRIDGE SUBSTRUCTURE SHOWN ON THE PLANS AND THE ACTUAL CONDITIONS AT THE
3 AN STRUCTURE & PROJECT SITE.
S| “Pc sTA. 12+98.73 -L- %237 ’ e STA. 17eel5s L
3| | amries o : 59 -L THIS STRUCTURE HAS BEEN DESIGNED IN ACCORDANCE WITH “HEC 18 - EVALUATING SCOUR AT BRIDGES".
) (] Q’B
=|  Por STA. 14+36.77 -L- - 0T STA. 155005 L - - & ASPHALT WEARING SURFACE IS INCLUDED IN THE ROADWAY QUANTITY ON ROADWAY PLANS.
= POTLEJA\}O+OO£K)'DR1' 3L POT STA. 10+00.00 -DR2- FOR SUBMITTAL OF WORKING DRAWINGS, SEE SPECIAL PROVISIONS.
oc
< . )
: 103V?iﬂ a gﬁg N FOR FALSEWORK AND FORMWORK, SEE SPECIAL PROVISIONS.
a . -
= T ye FOR CRANE SAFETY, SEE SPECIAL PROVISIONS.
wn Pre
S = (ﬁ/ FOR GROUT FOR STRUCTURES, SEE SPECIAL PROVISIONS.
% THIS BRIDGE IS LOCATED IN SEISMIC ZONE 1.
& LOCATION SKETCH FOR ASBESTOS ASSESSMENT FOR BRIDGE DEMOLITION AND RENOVATION ACTIVITIES, SEE SPECIAL PROVISIONS.
P
2 FOR UTILITY INFORMATION, SEE UTILITY PLANS AND SPECIAL PROVISIONS. TEMPORARY SHORING WILL BE REQUIRED IN THE AREA INDICATED IN THE PLAN VIEW.
\'—
o FOR LIMITS OF TEMPORARY SHORING FOR MAINTENANCE OF TRAFFIC, SEE TRAFFIC CONTROL PLANS.FOR PAY ITEM FOR
5 TEMPORARY SHORING FOR MAINTENANCE OF TRAFFIC, SEE ROADWAY PLANS.
C % ADDTIONAL RIP RAP DEPTH AT END BENTS INCLUDED IN QUANTITIES FOR 2'-0”THICK PAY ITEM
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3 TOTAL BILL OF MATERIAL
1)
= REMOVAL OF ASBESTOS | UNCLASSIFIED | CLASS A [ BRIDGE | REINFORCING | PILE DRIVING | WP 12 X 53 | <o) «r1P rap | cEoTEXTILE |ELASTOMERIC| 37-0"X 1°-97
- EXISTING ASSESSMENT | STRUCTURE ~|CONCRETE |APPROACH|  STEEL  |EQUIPMENT SETUP| STEEL PILES [ HEt- |42+ orEcON X RIL RAT X BEARINGS | PRESTRESSED
a STRUCTURE @ EXCAVATION SLABS FOR HP 12 x 53 sorice | RAIL e ORA D GE CONCRETE
3 STA. 15+00.00 -L- STEEL PILES CORED SLABS
° LUMP_SUM LUMP_SUM LUMP SUM | CU. YDS. |LUMP SUM LBS. No. No.| LIN.FT. EA. | LIN.FT. TONS S0. YDS. | LUMP SUM | No.] LIN.FT.
3 SUPERSTRUCTURE LUMP_SUM 82.98 LUMP SUM | 9 450 PROJECT No. 1 /BP.14.R.177"
(o o]
o 0]
= END BENT 1 LUMP_SUM 20.9 2,561 5 5 150 5 77 69 HAYWOOD COUNTY
S END BENT 2 LUMP_SUM 20.9 2,560 5 5 115 5 129 113
-+ < + - -
: STATION;_12+00.00 -L
c TOTAL LUMP_SUM LUMP_SUM LUMP_SUM 4.8 |LUMP SUM 5,121 10 10| 265 10 82.98 206 182 LUMP SUM | 9 450
i SHEET 3 OF 3
o
- STATE OF NORTH CAROLINA
% DEPARTMENT OF TRANSPORTATION
(= RALEIGH
C
o
P NCESS ALL SCNATURES CONPLETED
C
S g GENERAL DRAWING
.2 s\\\\ \e‘ ....... 0 ""¢
2 R FOR BRIDGE ON SR 1129 (LITTLE
- £5/"qu % |[EAST FORK RD.) OVER SORRELLS CREEK
3 A S o BETWEEN SR 1111 & SR 1240
! 134 FAYETTEVILLE STREET "‘?0'1;"‘{7-'53-'!‘?}%"';23?5
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