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STA. 15+00.00 -L-

BRIDGE I.D.

-L-

(TYP.)

STEEL PILES

{ HP 12 X 53

(TYP.)

STEEL PILES

{ HP 12 X 53

FOUNDATION LAYOUT

END BENT 2END BENT 1

NOTES

1'-4•
"

PILES, SEE SECTION 450 OF THE STANDARD SPECIFICATIONS.

WITH EQUIPMENT THAT WILL RESULT IN A MAXIMUM PREDRILLING DIAMETER OF 12".  FOR PREDRILLING FOR 

IF NECESSARY, PREDRILL PILE LOCATIONS AT END BENT NO. 2 TO AN ELEVATION NO LOWER THAN 3118 FT 

SECTION 450 OF THE STANDARD SPECIFICATIONS.

STEEL H-PILE POINTS ARE REQUIRED FOR STEEL H-PILES AT END BENT 2. FOR STEEL PILE POINTS, SEE 

DRIVE PILES AT END BENT 2 TO A REQUIRED DRIVING RESISTANCE OF 135 TONS PER PILE. 

PILES AT END BENT 2 ARE DESIGNED FOR A FACTORED RESISTANCE OF 80 TONS PER PILE.
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(END BENTS ARE PARALLEL)

SECTION 450 OF THE STANDARD SPECIFICATIONS.

STEEL H-PILE POINTS ARE REQUIRED FOR STEEL H-PILES AT END BENT 1. FOR STEEL PILE POINTS, SEE 

DRIVE PILES AT END BENT 1 TO A REQUIRED DRIVING RESISTANCE OF 135 TONS PER PILE.

PILES AT END BENT 1 ARE DESIGNED FOR A FACTORED RESISTANCE OF 80 TONS PER PILE.

FOR PILES, SEE SECTION 450 OF THE STANDARD SPECIFICATIONS.

(TYP.)

120°-00'-00"

STA. 14+73.70 -L-

W.P. #1

END BENT 1

FILL FACE @

END BENT 2

FILL FACE @ 

STA. 15+26.30 -L-

W.P. #2
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SHEET 2 OF 3

GENERAL DRAWING

EAST FORK RD.) OVER SORRELLS CREEK

BETWEEN SR 1111 & SR 1240

S-2

FOR BRIDGE ON SR 1129 (LITTLE
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