09/08/99

SHEE TOTAL
STATE STATE PROJECT REFERENCE NO. NO SHEETS

N.C,|2024CPT.14.07.10871| 73

STATE PROIJ. NO. F. A. PROJ. NO. DESCRIPTION

TYPICAL 1

32" - 39 —
SURFACING SCHEDULE
X [IL X 4° - " C1 PROP. APPROX. 1.5" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5C,
— — AT AN AVERAGE RATE OF 168 LBS. PER SQ. YD.

PROP. APPROX. 3" ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE I19.0C,
D1 AT AN AVERAGE RATE OF 285 LBS. PER SQ. YD.

P

P

U EXISTING PAVEMENT

H—
/t R MILLED RUMBLE STRIPS AS DIRECTED BY PROJECT ENGINEER
o |
%

MILLED ASPHALT PAVEMENT 1.5" IN DEPTH IN DISTRESSED AREAS
V1 AS DIRECTED BY THE ENGINEER

MILLED ASPHALT PAVEMENT 3" IN DEPTH IN DISTRESSED AREAS
V2 AS DIRECTED BY THE ENGINEER

-

APPROX. 3/4" ASPHALT CONCRETE ULTRA THIN BOND WEAR COURSE

b \I \ ﬁf PROP.
p]CAL 2 X AT AN AVERAGE RATE OF 70 LBS. PER SQ. YD.

DNO1046

24’ —

PHASING NOTES

€D
PHASE 1 MILL BOTH LANES AND SHOULDERS 1.5" (RUN TRAFFIC ON MILLED SURFACE)
@ PHASE 2 MILL AN ADDITIONAL 3" IN RIGHT LANE
PHASE 3 PLACE 3" 119.0C IN RIGHT LANE
' PHASE 4 PLACE SURFACE MIX IN BOTH LANES AND SHOULDERS
PHASE 5 PLACE ULTRA THIN WEAR BOND COURSE ON BOTH LANES

CONTRACT
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