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GENERAL NOTES: 2012 SPECIFICATIONS
EFFECTIVE: 01-17-2012
REVISED: 10-31-2014
CLEARING:

CLEARING ON THIS PROJECT SHALL BE PERFORMED TO THE LIMITS ESTABLISHED BY
METHOD ITI.

SHOULDER CONSTRUCTION:

ASPHALT, EARTH. AND CONCRETE SHOULDER CONSTRUCTION ON THE HIGH SIDE OF
SUPERELEVATED CURVES SHALL BE IN ACCORDANCE WITH STD. NO. 560.01

UTILITIES:

UTILITY OWNERS ON THIS PROJECT ARE AT&T

ANY RELOCATION OF EXISTING UTILITIES WILL BE ACCOMPLISHED BY OTHERS.

RIGHT-OF -WAY MARKERS:

ALL RIGHT-OF -WAY MARKERS ON THIS PROJECT SHALL BE PLACED BY OTHERS.

PROJECT REFERENCE NO. SHEET NO.

W-560IGFP A

ROADWAY DESIGN
ENGINEER

DOCUMENT NOT CONSIDERED FINAL
UNLESS ALL SIGNATURES COMPLETED

EFF. 01-17-2012
REV. 02-29-2016
2012 ROADWAY ENGLISH STANDARD DRAWINGS

The following Roadway Standards as appear in "Roadway Standard Drawings” Highway Design Branch -
N. C. Department of Transportation — Raleighs, N. C.., Dated January, 2012 are applicable to this project
and by reference hereby are considered a part of these plans:

STD.NQ. TITLE

DIVISION 2 — EARTHWORK

200.02 Method of Clearing — Method 11

DIVISION 5 - SUBGRADE., BASES. AND SHGOULDERS

560.01 Method of Shoulder Constfruction — High Side of Superelevated Curve — Method 1
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