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PROJECT REFERENCE NO. SHEET NO.

44756 4

RW SHEET NO. _

ROADWAY DESIGN HYDRAULICS
ENGINEER ENGINEER

1 INSTALL APPROXIMATELY 67 LF OF PROP.
2'—6" CURB AND GUTTER.SAW CUT TO EXISTING WHITE LINE
TO CONNECT TO EXISTING FEATURES AS DIRECTED
ﬁj BY THE ENGINEER.
R =X CONTC(?EQEEME‘ENADWML \ TIE PROP. SIDEWAL K UNLESS ALL SIGNATURES COMPLETED
TO EX. SIDEWALK
EX, CONC PAD W/ GE’(ﬁiCK\///—
SIGNAL BOX TO REMAIN \ Y pRIDLE == h
////;L////’\\ \\g} O (////
SRR (3
:: ) L \ s
= A INSTALL YEILD ™, R
=X LINES - LS
CONC N CUY WIRES \\ INSTALL PROP, TYPE | RAMP PER DETAIL
] TO REMAIN * ON SHEET 5. REMOVE AND REPLACE

EX. SIDEWALK AS NECESSARY 10
MAKE SMOO TH TRANSITION.

6" CROSSWALK

PROP. C.ALT.-1TO BE INSTALLED
PER ENGINEERS DIRECTION
STD. DETAIL 862.02

APPROXIMATE AREA OF ASPHALT
PAVEMENT REPAIR
RESTRIPE WHITE LINE AS NECESSARY

REMOVE EX. 4" PAINT
10 PROP. TIE IN

INSTALL PROP., TYPE [A RAMP
PER DETAIL ON SHEET 5

T B
PROP. 57 CONC. SIDEWALK GUY WIRE /
//////SSH}%i%3§WA565(37 — REMOVE EX. STOP BAR
| o o /

T E;//////////// INSTALL MEDIAN ISLAND CURB RAMPS
REMOVE CUARDRAIL FROM POSTS FROM TIE-IN . //////EON SR PR e,
TO EXISTING BRIDGE TO TERMINATION. /////// ///////
REPLACE GUARDRAIL BLOCKS (APPROXIMATELY (J///////
o BLOCKS) AS DIRECTED BY ENGINEER. REPLACE

GUARDRAIL AND INSTALL C.A.T.-I END TREATMENT. UTH
GUARDRAIL POSTS TO REMAIN IN AREAS WHERE 9 S0
GUARDRAIL IS TO BE REPLACED, OTHER POSTS S | .
ARE TO BE REMOVED. _— —
//

PORTABLE MESSAGE BOARDS DENOTING DATES OF INTERSECTION CLOSURE AND DeTOUR
WILL BE PROVIDED BY THE NCDOT, AS WELL AS TYPE IIBARRICADES REQUIRED FOR INTERSECTION
CLOSURE. THE CONTRACTOR WILL PROVIDE PORTABLE WORK ZONE SIGNS FOR INTERSECTION
CLOSURE (W20-3). THE CONTRACTOR WILL BE RESPONSIBLE FOR THE CLOSURE AND REOPENING
OF THE INTERSECTION AT THE BEGINING AND END OF WORKING HOURS. THE CONTRACTOR WILL NeeD
10 COORDINATE WITH THE NCDOT TRAFFIC SERVICES UNIT TO DETERMINE SIGN PLACEMENT.
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