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Recall Mode

Vehicle Call Memory

Dual Entry
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All Heads L.E.D.
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           Hyatt Road           

               at               

      US 23-441 (Sylva Rd.)     

"YIELD" Sign  (R1-2)A A

B BU-Turn "MUST YIELD" Sign  (R3-27)

EV PREEMPT PHASES

(04)
PRE 3

(Medium Priority)

255

1

 

Interval 1 - Dwell Green

Interval 1 - Dwell Yellow

Interval 1 - Dwell Red

Interval 5 - Exit Green

Delay Time

Min Green Before Pre

Ped Clear Before Pre

Yellow Clear Before Pre

Red Clear Before Pre

Dwell Min Time

Enable Backup Protection

Ped Clear Through Yellow

 

1

Interval 5 - Yellow

Interval 5 - Red

-

FUNCTION PRE 3

0.0

0.0

*

*

0.0

0.0

0

0.0

0.0

*

*

Priority

 2

Exit Phase(s)

Omit Overlaps

Preempt Extend**

OASIS 2070 EV PREEMPT

7 14 7 7 14

2.0 2.0 2.0 2.0 2.0

25 90 30 35 90

2.0 2.0 2.0 2.0 2.0

-

2, 6

MEDIUM

N

N

#

#

See Note 7#
Program Timing on Optical Detection Unit**
normal operation
Time defaults to time used for phase during *

lower than what is shown.  Min Green for all other phases should not be lower than 4 seconds.

These values may be field adjusted.  Do not adjust Min Green and Extension times for phases 2 and 6*

Isolated

w/ Emergency Vehicle Preemption

    Fully Actuated   

       5 Phase       

US 23-441 (Sylva Rd.)

US 23-441 (Sylva Rd.)
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55 MPH   -1% Grade

55 MPH   +3% Grade

3.0

3.5

5.3

1.2
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1.2

3.0

3.3

3.0

3.1 Construction Zone

Microwave Detection Zone

N/A

    achieve the desired detection.

    manufacturer's instructions to

    detectors according to the

    microwave detection.  Install

8.  This intersection uses multi-zone

    preemption timing.

    for the emergency vehicle

    and Preempt Dwell Min Green time

    determine the Delay before Preempt

7.  The Division Traffic Engineer will

    switch located in EMS Station. 

6.  Emergency vehicle preemption 

5.  Pavement markings are existing.

    mode.

4.  Set all detector units to presence

    lagged.

3.  Phase 1 and/or phase 5 may be

    otherwise directed by the Engineer.

    night flashing operation unless

2.  Do not program signal for late

    and Structures" dated January 2018.

    "Standard Specifications for Roads

    NCDOT" dated January 2018 and

1.  Refer to "Roadway Standard DrawingsR R
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