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ROADWAY DESIGN
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DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED
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CLEAR ROADWAY WIDTH OF 24'

MUST MAINTAIN A MINIMUM

0.080.08

SHOULDER BERM GUTTER DETAIL
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-L- STA. 13+38.55 TO L- STA. 13+49.11 LT

NOTE: ALL PAVEMENT SLOPES 1:1 UNLESS NOTED OTHERWISE.
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ON BOTH SIDES OF BRIDGE

42" OREGON RAIL TO BE USED
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-L- STA. 13+18.89 (BRIDGE) TO -L- STA. 17+28.00

-L- STA. 10+05.00 TO -L- STA. 12+71.11 (BRIDGE)

-L- STA. 12+71.11 TO -L- STA. 13+18.89

PAVEMENT DESIGN
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-DRIVE3-

-DRIVE2-

-DRIVE-

-DRIVE3- STA. 10+10.00 TO -DRIVE3- STA. 11+00.00

-DRIVE2- STA. 10+10.00 TO -DRIVE2- STA. 10+55.00

-DRIVE- STA. 10+10.00 TO -DRIVE- STA. 10+40.00

***

***
-DRIVE2- AND -DRIVE3- ARE 20' WIDE FOR FARM EQUIPMENT ACCESS

VARIES
SEE XSC'S

OF BEARING

" @ 4
32 CL

OF BEARING

" @ 4
32 CL

C1

E1
AT AN AVERAGE RATE OF 627 LBS. PER SQ. YD.

EARTH MATERIALT

R1 SHOULDER BERM GUTTER

PAVEMENT SCHEDULE
(FINAL PAVEMENT SCHEDULE) 

J1 8" ABC

C2

PROP. APPROX. 3" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,

PROP. APPROX. 2ƒ" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,

PROP. APPROX. 5•" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C,

AT AN AVERAGE RATE OF 165 LBS. PER SQ. YD. IN EACH OF TWO LAYERS.

AT AN AVERAGE RATE OF 151.25 LBS. PER SQ. YD. IN EACH OF TWO LAYERS.
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