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STATE OF NORTH CAROLINA

DEPARTMENT OF TRANSPORTATION

PAVEMENT MARKING PLANS

MACON COUNTY

LOCATION: BRIDGE NO. 308 ON SR 1500 (WATAUGA RD)

AROAD WAY STANDARD DRAWINGS

THE FOLLOWING ROADWAY STANDARDS AS APPEAR IN "ROADWAY STANDARD DRAWINGS" -
ROADWAY DESIGN UNIT-N.C. DEPARTMENT OF TRANSPORTATION-RALEIGH, N.C.,

DATED JANUARY 2018 ARE APPLICABLE TO THIS PROJECT AND BY REFERENCE HEREBY ARE
CONSIDERED A PART OF THESE PLANS:

STD. NO. TITLE
1205.01 PAVEMENT MARKINGS - LINE TYPES AND OFFSETS
1205.02 PAVEMENT MARKINGS - TWO-LANE AND MULTI-LANE ROADWAYS

OVER WATAUGA CREEK

/—[PA VEMENT MARKING SCHEDULE }\

ASPHALT PAVEMENT DESIGN
(AS SHOWN)

PAVEMENT MARKING LINES

PA - PAINT - WHITE EDGELINE (4")
PI - PAINT - YELLOW DOUBLE CENTER (4")

PROJECT REFERENCE NO. SHEET NO.

17 BP.J4.R.48 PMP—/

DOCUMENT NOT CONSIDERED FINAL
UNLESS ALL SIGNATURES COMPLETED

\\\\\Illll[,I
'\ CARO[ //
wn
;ass:o,, @
( L]

SEAL
8973

DOCUSIQM@:
t"'cmﬁ"
E £ M e, . \

E1D5<386355E34F/41”“ T “\\\?>5/2018

S

$’
~

~ o
~—

—

-—

-

-—

\
lmu\\“\

‘Q\

DOCUMENT NOT CONSIDERED FINAL
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PAVEMENT MARKING PLAN TITLE,
AND PAVEMENT MARKING DETAIL
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PAVEMENT MARKING DETAIL

]
J

~

—
s — —

BEGIN PROJECT -L- Sta.10+50.00
TIE TO EXISTING

0’ 20’ 40’

-

A
DS
Q o;\'
X &
>)
< 2 e
_____ X 1
SR /500 Q V
X WAT AUGA RD 1

END PROJECT -L- Sta. l4+18.27
TIE TO EXISTING

TIE TO EXISTING PAVEMENT MARKINGS

THE FOLLOWING NOTES APPLY AT ALL TIMES FOR THE DURATION OF THE
CONSTRUCTION PROJECT, EXCEPT WHEN NOTED IN THE PLAN, OR DIRECTED BY
THE ENGINEER.

| GENERAL NOTES |

~

INSTALL PAVEMENT MARKINGS AND PAVEMENT MARKERS ON THE FINAL SURFACE
AS FOLLOWS:

ROAD NAME
-L-

MARKING
PAINT

MARKER
NONE

PLACE TWO APPLICATIONS OF PAINT PAVEMENT MARKINGS ON THE FINAL WEARING
SURFACE, PLACE THE SECOND APPLICATION OF PAINT UPON SUFFICIENT DRYING
TIME OF THE FIRST.

PLACE ONE APPLICATION OF PAINT FOR TEMPORARY TRAFFIC PATTERNS. PLACE

A SECOND APPLICATION OF PAINT SIX (6) MONTHS AFTER THE INITIAL
APPLICATION AND EVERY SIX MONTHS AS DIRECTED BY THE ENGINEER.

TIE PROPOSED PAVEMENT MARKING LINES TO EXISTING PAVEMENT MARKING LINES.

REMOVE /REPLACE ANY CONFLICTING/DAMAGED PAVEMENT MARKINGS AND MARKERS.
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NOTE: PAINT IS TO BE DOUBLE COATED

LOUIS BERGER
1001 Wade Avenue, Suite 400
Raleigh, NC 27605-3322
License No.: F-0840
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