
STD. 846.01

STD. 848.01

W/ 2'6" CURB AND GUTTER

PROPOSED SIDEWALK

STD 848.05

TYPE 2 CURB RAMP

STD 848.02

TYPE 1 CURB RAMP

STD. 846.01

STD. 848.01

W/ 2'6" CURB AND GUTTER

PROPOSED SIDEWALK

CROSSWALK

EXISTING

REMOVE

STD 1205.07

CROSSWALK 

DECORATIVE 

SITE 4

CR

CR

CR

CR

TO BE INSTALLED

NO FLOW LINE

CONCRETE SLAB

REMOVE EXISTING 

REMOVE SIGNS

JOINT

FROM EXISTING CONST.

REMOVE CONCRETE 

GRAPHIC SCALEGRAPHIC SCALE

0'

        AND GUTTER. 

NEW CURB RAMPS, SIDEWALK, CURB

TO FACILITATE INSTALLATION OF THE 

EXISTING CONCRETE AND ASPHALT 

NOTE:  CONTRACTOR TO REMOVE ALL

OUTLETS DURING CONSTRUCTION

ALL STORM DRAIN INLETS AND

NOTE:  CONTRACTOR TO PROTECT

25' 25' 50' 75' 100'

1205.07

CROSSWALK STD 

DECORATIVE 

CROSSWALK WITH 

REPLACE EXISTING

REMOVE AND 

STD 848.05

TYPE 1 CURB RAMP

NC GRID
NAD 83/NSRS 2007
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44910.3.9 7

ADJUST VALVE

ADJUST VALVE

ADJUST VALVE

STD. 1205.07

CROSSWALK 

8" STANDARD 

STD 848.05

TYPE 3 CURB RAMP

STD. 1205.07

CROSSWALK 

8" STANDARD 

ENGINEER

ROADWAY DESIGN HYDRAULICS

ENGINEER

R/W SHEET NO.

PROJECT REFERENCE NO. SHEET NO.

STD. 846.01

GUTTER 10' X 13' 

PROPOSED 2'6" CURB AND STD. 846.01

GUTTER 10' X 13' 

PROPOSED 2'6" CURB AND 

WITHIN EXISTING NCDOT RIGHT OF WAY

NOTE: ALL WORK SHALL BE COMPLETED 

STD. 846.01

STD. 848.01

AND CURB

CURB RAMP WITH SIDEWALK

REMOVE AND REPLACE EXISTING
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