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0-6'

>6-8'

>8-10'

>10-12'

S=W+4'

S=W+8'

S=W+12'

S=W+16'

W = TRENCH WIDTH AT BOTTOM OF

PIPE. TRENCH SIDE SLOPES SHALL 

BE IN ACCORDANCE WITH OSHA

REQUIREMENTS.

>12-14' S=W+20'

>14-16' S=W+24'

>16-18' S=W+28'

>18' S=W+32'

ELEVATION

THRUST COLLAR

PIPE SIZE X BARS Y BARS A B
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42"& >
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1'-4" 1'-7"

1'-8" 1'-9"#6

#5

12-Y BARS (SPACED AS SHOWN)

TYPICAL CONCRETE THRUST

COLLAR. MIN OF (A") INTO

UNDISTURBED MATERIAL ALL AROUND

TRENCH BOTTOM

SPLIT MEGA LUG RETAINER GLAND OR

WELDED ON FLANGE FOR DIP. PE WALL

ANCHOR SIZED PER MANUFACTURERS

RECOMMENDATIONS FOR HDPE.
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6-X BARS

EACH WAY, EACH FACE

12-Y BARS

(SPACED AS SHOWN)
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STRENGTH OF 2000 PSF USING SF OF 1.5

BASED ON AVERAGE SOIL PASSIVE BEARING
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PROPOSED PIPELINE OVER EXIST PIPE

PROPOSED

PIPELINE

C

PIPE

EXIST

NOTE: NO ENCASEMENT REQUIRED FOR

   SPACE GREATER THAN 12"

PIPELINE

PROPOSED

PROPOSED PIPELINE UNDER EXIST PIPE
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FULL TRENCH WIDTH

1" THICK COMPRESSIBLE

JOINT FILLER MATERIALMIN

12" 

SEE NOTE
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6"
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