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SECTION AT END BENT

SURFACE

WEARING

ASPHALT

SHEETS FOR DETAILS

SEE ``END BENT''

PREVENT BOND.

ROOFING FELT TO

2 LAYERS OF 30 LB.

SHEET FOR DETAILS

APPROACH SLAB''

SEE ``BRIDGE

6"

1'-1•"

1•" ~ BACKER ROD

END ELEVATION

1
''
 C

L
. 1
''
 C

L
.

#5 S1

#5 S1

#5 S1

#5 S1

3'-0"

1'-6" 1'-6"

8•" 9•" 9•" 8•"

1'-2" 4" 4" 1'-2"

3"3"

2
•

"
2
"

#4 ``B''

DEBONDING LEGEND

#4 S2

4''4''3'' 11''11''

10''1'-4''

1'-6'' 1'-6''

10''

2
''

3''3''

#4 S2

1
'-

9
'' 1
0
•
''

1
0
•
''

3'' 3''

10'' 1'-4'' 10''

3'-0''

#5 S3

12'' • VOIDS

3
''

 3…''  CL.

2
•
''

#4 ``B''

EXT. SLAB SECTION

1
'-

4
•
''

TYPICAL PLAN

(ANCHOR BOLT BLOCKOUTS)

BLOCKOUT DETAIL FOR ANCHOR BOLTS

D

SECTION D-D PLATE DETAILS - P1

P1 (36 REQ'D)
(FIXED)(FIXED)

VOIDS

12" ~

BEARING PAD

ELASTOMERIC

90° SKEW

CORED SLAB UNIT

PRESTRESSED CONCRETE

3'-0"  X 1'-9"SHEAR KEY DETAIL

OF EXTERIOR CORED SLABS.

NOTE: OMIT SHEAR KEY ON OUTSIDE FACE

ƒ"

ƒ
"

3
"

4
"

…
"

…"

4
"

THREADED INSERT DETAIL

CONTRACTOR.

DETERMINED BY 

RECESSED …". SIZE TO BE 

EXTERIOR UNIT AND

CAST IN OUTSIDE FACE OF

PERMITTED THREADED INSERT

INTERIOR SLAB SECTION

RELAXATION STRAND LAYOUT

0.6'' •  LOW

12'' • VOID

8'' • VOID

D

INTERIOR SLAB SECTIONS - TYPE II & IV.)

(FOR PRESTRESSED STRAND LAYOUT, SEE

TYPE I AND TYPE V

ASSEMBLY FOR TYPE III CORED SLAB UNIT'' SHEET.

``ANCHORAGE DETAILS FOR TEMPORARY GUARDRAIL ANCHOR

SEE SECTION OF ANCHOR ASSEMBLY LOCATION ON

FOR TEMPORARY GUARDRAIL ANCHOR ASSEMBLY LOCATION,

INTERIOR SLAB SECTIONS - TYPE II & IV.)

(FOR PRESTRESSED STRAND LAYOUT, SEE

TYPE III

ROADWAY PLANS)

SURFACE (SEE

ASPHALT WEARING

0.02

1" 1'-0" 24'-10" (CLEAR ROADWAY) 1"1'-0"

0.02

-L-

12'-5" 12'-5"

CONCRETE BARRIER RAIL SECTION''

FOR DETAILS SEE ``VERTICAL

VERTICAL CONCRETE BARRIER RAIL (TYP.)

27'-0"  (OUT TO OUT)

HALF SECTION

AT INTERMEDIATE DIAPHRAGMS

HALF SECTION

THROUGH VOIDS

TYPICAL SECTION
* -

A

A B

B

C

C

*

SEE SHEET 2 OF 5 FOR SECTION VIEWS A-A, B-B. AND C-C.

THICKNESS SEE THE ``VERTICAL CONCRETE BARRIER RAIL SECTION'' DETAIL.

FOLLOWS THE PROFILE OF THE GUTTERLINE.  FOR RAIL HEIGHT DETAILS AND ASPHALT

OF THE BARRIER RAIL AND ASPHALT THICKNESS VARIES WHILE THE TOP OF THE BARRIER RAIL

THE MAXIMUM BARRIER RAIL HEIGHT AND ASPHALT THICKNESS IS SHOWN.  THE HEIGHT

ANCHOR BOLT

BLOCKOUT FOR

6•"x6•"x3"

(TYP.)

CONST. JT.

3''

#4 ``B''

3'-0''

3'' 4''4'' 3''11'' 11''

#4 S2
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''

1
0
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10'' 1'-4''

1'-6''

3'-0''

1'-6''

10''

12'' • VOIDS
#4 ``B''

3'' 3''

@ 2" CTS.

2 SPA.

@ 2" CTS.

2 SPA.

7'' 7''

@ 2" CTS.

4 SPA.
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'-
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"

2
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"
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''

(19 STRANDS REQUIRED)

SEE STANDARD SPECIFICATIONS, ARTICLE 1078-7.

DISTANCE OF 6'-0" FROM END OF CORED SLAB UNIT.

BOND SHALL BE BROKEN ON THESE STRANDS FOR A

TYPE II AND TYPE IV

INTERIOR SLAB SECTION

FIXED END

HOLES

À 2•" •

UNIT SIMILAR EXCEPT SHEAR KEY LOCATION.

INTERIOR SLAB UNIT SHOWN-EXTERIOR SLAB

(STRAND LAYOUT NOT SHOWN.)

AND LOCATION OF 2•" ~ HOLES.

SHOWING PLACEMENT OF DOUBLE STIRRUPS

2•'' • HOLE

GRADE PT.

2ƒ" @ { BRG. (EB2)

5‚" @ { BRG. (EB1)

2ƒ" @ { BRG. (EB2)

5‚" @ { BRG. (EB1)

2ƒ" @ { BRG. (EB2)

5‚" @ { BRG. (EB1)
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 ANCHOR BOLT

À ‡" ~ X 3'-3"

UNIT

TYPE V

 

TYPE IV UNIT

UNIT
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TYPE II UNIT

UNIT

TYPE I

13'-6"13'-6"

9 PRESTRESSED CONCRETE CORED SLAB UNITS =  27'-0"

(TYP.)
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END OF CORED

2•" ~ HOLE
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ANCHOR BOLTS

‡" ~

(TYP.)

4" THREAD
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P1

1'-2"

1'-0"

7"7"

1
'-

4
•

"

8
•

"
1
'-
•

"

1
'-

9
"

1
0
•

"
1
0
•

"

2
•

"
2
"

3"3"

5"

#3 ``B''

 GUARDRAIL ASSEMBLY

{ TEMPORARY
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9
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"

GUARDRAIL

TEMPORARY

IN 21#2" ~ HOLE

POST-TENSIONING STRAND

0.6" ~ L.R. TRANSVERSE

TENSIONING OF TRANSVERSE STRANDS

BEEN COMPLETED AND AFTER FINAL

GROUT AFTER ALL ERECTION HAS

SHEAR KEYS TO BE FILLED WITH

MAY 2017

MAY 2017

SHEET 1 OF 5

M.J.OSTRISHKO S-6

S. NATARAJAN
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