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CONCRETE 
WASHOUT 

CLEARLY MARKED SIGNAGE 
NOTING DEVICE (18"X24" MIN.) 

PLAN 

1 : 1 
SIDE SLOPE 
(TYP.)-~ 

SECTION A-A 
NOTES: 

SANDBAGS (TYP.) 
OR STAPLES 

1. ACTUAL LOCATION DETERMINED IN FIELD 

2. THE CONCRETE WASHOUT STRUCTURES SHALL BE 
MAINTAINED WHEN THE LIQUID AND/OR SOLID REACHES 
75% OF THE STRUCTURES CAPACITY. 

3.CONCRETE WASHOUT STRUCTURE NEEDS TO BE 
CLEARY MARKED WITH SIGNAGE NOTING DEVICE. 

BELOW GRADE WASHOUT STRUCTURE 

10'-0" MIN. 

NOTTO SCALE 

SANDBAGS (TYP.) 
OR STAPLES 

CLEARLY MARKED SIGNAGE 
NOTING DEVICE (18"X24" MIN.) 

NOTES: 

SANDBAGS (TYP.) 
OR STAPLES 
HIGH 
COHESIVE & 
LOW FILTRATION 
SOIL BERM 

1. ACTUAL LOCATION DETERMINED IN FIELD 

2. THE CONCRETE WASHOUT STRUCTURES 
SHALL BE MAINTAINED WHEN THE LIQUID 
AND/OR SOLID REACHES 75% OF THE 
STRUCTURES CAPACITY TO PROVIDE 
ADEQUATE HOLDING CAPACITY WITH A 
MINIMUM 12 INCHES OF FREEBOARD. 

PLAN 3.CONCRETE WASHOUT STRUCTURE NEEDS 
TO BE CLEARY MARKED WITH SIGNAGE 
NOTING DEVICE. 

ABOVE GRADE WASHOUT STRUCTURE 
NOTTO SCALE 

PROJECT REFERENCE NO. SHEET NO. 

B-6023 EC-2A 

-ff>-fJ>, .... _____________________________________________________________________________________________________ ...... 

DocuSign Envelope ID: 9B795964-B6AC-4C2B-B10C-CBE7376673DE


		2019-01-07T11:06:44-0800
	Digitally verifiable PDF exported from www.docusign.com




