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8008 CORPORATE CENTER DRIVE, SUITE 110
CHARLOTTE, NORTH CAROLINA 28226

NC Lic. No. C-3881
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GRADE TO THIS LINE

TYPICAL SECTION NO.1

_L- STA.11+70.00 TO STA.12+90.90 (BEGIN BRIDGE)
_L- STA.13+33.23 (END BRIDGE) TO STA.14+50.00

NOTE: SEE PLAN FOR SUPERELEVATION RATES AND TRANSITIONS
* 7'_0” WITH GUARDRAIL INCLUDING UP TO 4’-0" FULL DEPTH PAVED SHOULDER
_L- STA.12+03.74 TO STA.12+77.75 (LT)
_L- STA.13+40.06 TO STA.14+39.75 (LT)
_L- STA.12+09.73 TO STA.12+83.28 (RT)
_L- STA.13+47.41 TO STA.14+20.25 (RT)
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10 PRESTRESSED CONCRETE CORED SLAB UNITS =30'-0"
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PAVEMENT SCHEDULE

ITEM | DESCRIPTION
PROP. APPROX. 3” ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B, AT

TYPICAL SECTION NO. 2 Cl | AN AVERAGE RATE OF 165 LBS. PER SQ. YD. IN EACH OF TWO EQUAL LAYERS
co | PROP. DEPTH, AS SHOWN ON STRUCTURE PLANS, ASPHALT CONCRETE SURFACE
STRU CTU RE COURSE, TYPE S9.5B, AT AN AVERAGE RATE OF 110 LBS. PER SQ. YD. PER 1”
DEPTH TO BE PLACED IN LAYERS NOT TO EXCEED 14" IN DEPTH.
—-L- STA. 12+ 90.90 (BEGIN BRIDGE) TO £ | PROP. APPROX. 5" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C, AT
—L- STA. 13+ 33.23 (END BRIDGE) AN AVERAGE RATE OF 627 LBS. PER SQ. YD.
** SEE STRUCTURE PLANS FOR PAVEMENT DEPTHS £5 | PROP. APPROX. 3" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C, AT

AN AVERAGE RATE OF 342 LBS. PER SQ. YD.
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T EARTH MATERIAL

NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE
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