DocuSign Envelope ID: 65F764B0-3165-4FB7-92B7-100D42914DB8

» NOTES
~ > THE GUARDRATIL ANCHOR ASSEMBLY SHALL CONSIST OF A !/,“HOLD DOWN PLATE AND
47 47 |—> E 7 - " @ BOLTS WITH NUTS AND WASHERS.
g g
THE HOLD-DOWN PLATE SHALL CONFORM TO AASHTO M270 GRADE 36. AFTER
FOR LOCATION OF GUARDRAIL ANCHOR _ FABRICATION, THE HOLD-DOWN PLATE SHALL BE HOT-DIP GALVANIZED IN ACCORDANCE
i ASSEMBLY, SEE “PLAN’’ BELOW WITH AASHTO M111.
Vi
C GUARDRAIL—— >+ SEL BOLTS SHALL CONFORM TO THE REQUIREMENTS OF ASTM A307 AND NUTS SHALL
ANCHOR ASSEMBLY . Pl CONFORM TO THE REQUIREMENTS OF AASHTO M291. BOLTS, NUTS AND WASHERS SHALL
o ~ BE GALVANIZED. AT THE CONTRACTOR’S OPTION, STAINLESS STEEL BOLTS, NUTS
™ AND WASHERS MAY BE USED AS AN ALTERNATE FOR THE "” & GALVANIZED BOLTS,
{} i L] NUTS AND WASHERS. THEY SHALL CONFORM TO OR EXCEED THE MECHANICAL
v, N /,,,//”’/’ REQUIREMENTS OF ASTM A307. THE USE OF THIS ALTERNATE SHALL BE APPROVED BY
o € GUARDRATIL _ L1 THE ENGINEER.
7 > ANCHOR ASSEMBLY
2] C GUARDRATIL THE GUARDRAIL ANCHOR ASSEMBLY IS REQUIRED AT ALL POINTS WHERE APPROACH
o iy _{E) 1 ¢ ANCHOR ASSEMBLY GUARDRAIL IS TO BE ATTACHED TO THE END OF THE PARAPET.FOR POINTS OF
L 116" @ HOLES (TYP.) LI ] ATTACHMENT, SEE SKETCH.
w A
1 %: AFTER INSTALLATION, THE EXPOSED THREAD OF THE BOLT SHALL BE BURRED WITH A
N AN 5 SHARP POINTED TOOL.
OO :
< FINTSH GRADE — THE COST OF THE GUARDRAIL ANCHOR ASSEMBLY SHALL BE INCLUDED IN THE UNIT
X \\ CONTRACT PRICE BID FOR VERTICAL CONCRETE BARRIER RAIL.
Y
I N | L L L L L L L L L L4 THE VERTICAL REINFORCING BARS MAY BE SHIFTED SLIGHTLY IN THE END POST TO
I/," HOLD-DOWN P - Kk CLEAR ASSEMBLY BOLTS.
! END OF CORED —' THE 1 !/,” @ HOLES SHALL BE FORMED OR DRILLED WITH A CORE BIT. IMPACT TOOLS
SLAB UNITS WILL NOT BE PERMITTED. ANY CONCRETE DAMAGED BY THIS WORK SHALL BE REPAIRED
FLEVATION TO THE SATISFACTION OF THE ENGINEER.
PLAN
VERTICAL CONCRETE
/' BARRIER RAIL (TYP.)
\ \ < \
)__——————""' * * END OF CORED
SLAB UNITS
C %"@ X 1/-2"BOLT
! 1 WITH ROUND
__________________ - WASHERS (TYP.) T
] g I :
W |: |: |:
~ C GUARDRAIL A BRIDGE WORKLINE
"y ] IS ANCHOR 4
1 E ___________________ T ASSEMBLY N P . S END OF CORED
lo \\\\\\ A e SLAB UNITS % %
ae) | l 1'-10” ~—___ C GUARDRATL <
"y ﬁi Z;:T\\ - - ANCHOR ASSEMBLY \ \
- X 'V i \
< v
"y E ------------------- =
A | H <
< w SKETCH SHOWING
M i
Y | I —————— i|=) END OF CORED
€ F 0 o cones . POINTS OF ATTACHMENT
7 ] 7 -«
/4" HOLD-DOWN P — \ 4 sy ANCHOR ASSEMBLY < 3 DENOTES GUARDRAIL ANCHOR ASSEMBLY
?P — |<—
—11/4" @ HOLE | I
(TYP.) | T
[
PLAN PROJECT NO. B-6023
L _LOCATION OF 13412 .00 | -
STATION: o
d ANCHORS FOR GUARDRAIL
END BENT 1 SHOWN, END BENT 2 SIMILAR
STATE OF NORTH CAROLINA
SECTION E-E DEPARTMENT OF TRANSPORTATION
\\‘§l 1, RALEIGH
GUARDRAIL ANCHOR ASSEMBLY DETAILS > TARDARD
., '.\
gD WS FOR VERTICAL CONCRETE
11/12/2018’"1|2‘:O3:19 pMm PSk BARR I ER RA I |_
ASSEMBLED BY : T.J. KIRSCHBAUM DATE : 12/1/14 | PLANS PREPARED BY: 220 Ny lriRvad THESE PLANS HAVE BEEN PROPERLY EXAMINED BY THE REVISIONS S"'ESETSNO-
CHECKED BY :  R.F.WERTMAN  DATE : 2/6/15 'y ulte UNDERSIGNED. I HAVE DETERMINED THAT THEY COMPLY No]  Bv: DATE:  |NO]  Bv: DATE: -
DRAWN BY : MAA 5/00 |REV. 6/13 MAA/GM A Gannett Fleming s’ WITH EXISTING NORTH CAROLINA CODES, AND HAVE DOCUMENT N0 | fea St DERED I 3 oA
e WA 0 IREVD 12/ MaA/THC . : . BEEN PROPERLY ADAPTED FOR USE IN THIS AREA. FINAL UNLESS ALL SHEETS
: REV. 5/18 MAA/THC Excellence Delivered As Promised |NC Lic. No. F-0270] SIGNATURES COMPLETED |2 4 15

>TR. #1352 STD. NO. GRA3



		2018-11-12T12:17:50-0800
	Digitally verifiable PDF exported from www.docusign.com




