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4" • PERFORATED
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OR CLASS VI)
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MATERIAL

SELECT

(TYPE II - MODIFIED APPROACH FILL)

1•" BACKER ROD

APPROACH SLAB GROOVING IS NOT REQUIRED. 

BE PAVED. SEE ROADWAY PLANS. 

DRAIN THE WATER AWAY FROM THE FILL FACE OF THE BRIDGE AND SHALL

AREA BETWEEN THE WINGWALL AND APPROACH SLAB SHALL BE GRADED TO 

 

FOR THE 4" ~ DRAINAGE PIPE OUTLET(S), SEE ROADWAY STANDARD DRAWINGS.

 

BACKWALL FROM OUTSIDE EDGE TO OUTSIDE EDGE OF APPROACH SLAB.

SELECT MATERIAL BACKFILL IS TO BE CONTINUOUS ALONG FILL FACE OF

 

ACCORDANCE WITH STANDARD SPECIFICATIONS SECTION 1016.

SELECT MATERIAL BACKFILL (CLASS V OR CLASS VI) SHALL BE IN

 

SPECIFICATIONS SECTION 1056.

GEOTEXTILE SHALL BE TYPE 1 IN ACCORDANCE WITH THE STANDARD 

 

AND SELECT MATERIAL BACKFILL, SEE ROADWAY PLANS.

FOR BRIDGE APPROACH FILL INCLUDING GEOTEXTILE,  4" • DRAINAGE PIPE,

OFFSET 0.331' LT.

STA. 12+79.93 -L-

OFFSET 0.331' LT.

STA. 13+44.19 -L-

M
I

N
.

2
"

BY THE CONTRACTOR)

(TO BE DETERMINED

1: 1 SLOPE

APPROXIMATE 

M
I

N
.

1
'-

8
"

15

R. F. WERTMAN

12/22/14T.J. KIRSCHBAUM

2/11/15 S-14

DRAWN BY :  SHS/MAA  5-09 

CHECKED BY :  BCH     5-09
REV. 12-17      MAA/THC

DocuSign Envelope ID: 65F764B0-3165-4FB7-92B7-100D42914DB8

11/12/2018 12:03:19 PM PST


		2018-11-12T12:17:52-0800
	Digitally verifiable PDF exported from www.docusign.com




