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TEMPORARY SILT FENCING

WATTLE WITH PAMWATTLE WITH PAM

SPECIAL SILT FENCINGSPECIAL SILT FENCING

ENTRANCE

GRAVEL CONSTRUCTION 

15314.1020011 EC-4

DIRECTED BY ENGINEER.

MATTING WILL BE USED AS 

BE SEEDED AND MULCHED. 

***ALL EXPOSED SLOPES WILL 
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POT Sta.  10+00.00

POT Sta.  11+44.01

BEGIN PROJECT

END PROJECT

NC GRID

NAD 83 NA 2011

15314.1020011

AREA

BORE PAD 

PROPOSED 
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 IS COMPLETE 

 RE-ESTABLISHED AFTER WORK

 REMOVED AND SLOPE

 ACCESS ROAD TO BE

PROPOSED BORE PAD AND

WITHIN EXISTING RIGHT OF WAY

***NOTE: ALL WORK TO BE COMPLETED 

N- 523795.6290
E- 497399.1860
EL- 1626.33

E- 497469.2810
EL- 1624.89
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PAVED RIDESHARE AREA

SR-1552 LEDFORD ST.

EXISTING DITCH LINE

INV.: 1607.18

TOP: 1616.81 DI

42" CMP

840.17 TIE IN EXIST. 

PROPOSED DI STD. 

34 LF

15" CSP
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INV.: 1611.00

INV.: 1600.00

INV.: 1615.52

TOP: 1621.83

INV.: 1623.07

RETAINED

18" CMP TO BE 

**SEE DETAIL 1

CLASS B RIP RAP

SY GEOTEXTILE AND 20 TONS 

RECONSTRUCT DITCH WITH 91 

UPON PIPE INSTALLATION 

**SEE DETAIL 2

'B' RIP RAP 

AND 10 TONS CLASS 

W/ 34 SY GEOTEXTILE 

LF OUTLET PROTECTION 

PROPOSED 20 LF X 15 

 GEOTEXTILE 

 CLASS 'B' RIP RAP AND 2 SY

PROPOSED SUMP W/ 0.5 TON

 INSTALLATION

 UPON COMPLETION OF PIPE

**ASPHALT TO BE REPAIRED

 CSP DRIVEWAY PIPE

INSTALL PROPOSED 34 LF 15"
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FLOWABLE FILL

BE FILLED W/ 8CY 

120 LF 18" CMP TO JUNCTION BOX

CMP BEYOND PROPOSED 

AND ABANDON 117 LF  18" 

PROPOSED JUNCTION BOX 

TIE EXISTING 18" CMP TO 

STD. 840.32

JUNCTION BOX 

PROPOSED 

**SEE DETAIL 1

AND 46 SY GEOTEXTILE

TONS CLASS 'B' RIP RAP 

DRAINAGE DITCH W/ 10 

PROPOSED 83 LF 

SEE DETAIL 3

NEW CHANNEL
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