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TYPICAL PLAN

(ANCHOR BOLT BLOCKOUTS)

BLOCKOUT DETAIL FOR ANCHOR BOLTS
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SECTION D-D PLATE DETAILS - P1

P1 (36 REQ'D)
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INTERIOR SLAB SECTIONS - TYPE II & IV.)

(FOR PRESTRESSED STRAND LAYOUT, SEE

TYPE I AND TYPE V

ASSEMBLY FOR TYPE III CORED SLAB UNIT'' SHEET.

``ANCHORAGE DETAILS FOR TEMPORARY GUARDRAIL ANCHOR

SEE SECTION OF ANCHOR ASSEMBLY LOCATION ON

FOR TEMPORARY GUARDRAIL ANCHOR ASSEMBLY LOCATION,
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(FOR PRESTRESSED STRAND LAYOUT, SEE
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FOR DETAILS SEE ``VERTICAL
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 TENSIONING OF TRANSVERSE STRANDS

BEEN COMPLETED AND AFTER FINAL

GROUT AFTER ALL ERECTION HAS

SHEAR KEYS TO BE FILLED WITH

12'-0" - STAGE II 15'-0" - STAGE I

SEE SHEET 2 OF 5 FOR SECTION VIEWS A-A, B-B. AND C-C.

THICKNESS SEE THE ``VERTICAL CONCRETE BARRIER RAIL SECTION'' DETAIL.

FOLLOWS THE PROFILE OF THE GUTTERLINE.  FOR RAIL HEIGHT DETAILS AND ASPHALT

OF THE BARRIER RAIL AND ASPHALT THICKNESS VARIES WHILE THE TOP OF THE BARRIER RAIL

THE MAXIMUM BARRIER RAIL HEIGHT AND ASPHALT THICKNESS IS SHOWN.  THE HEIGHT
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BLOCKOUT FOR
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2•'' • HOLE
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BLOCKOUTS SHALL BE FILLED WITH NONSHRINK GROUT.

PRICE BID FOR PRECAST UNITS.
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