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BILL OF MATERIAL FOR ONE BAR TYPES
70’ CORED SLAB UNIT ALL PRESTRESSING STRANDS SHALL BE 7-WIRE LOW RELAXATION GRADE
74 6" 270 STRANDS AND SHALL CONFORM TO AASHTO M203 EXCEPT FOR SAMPLING
;l EXTERIOR UNITS CIN%TLI]ZRZIO_R CUglIUTS4 INTERIOR UNIT REQUIREMENTS WHICH SHALL BE IN ACCORDANCE WITH THE STANDARD
N C BEARING PAD C.S.U.1-CS1l | c20¢ ZcS0 10 C.S.U. 5 - SPECIFICATIONS.
! 8 BAR |NUMBER| SIZE | TYPE | LENGTH | WEIGHT | LENGTH | WEIGHT | LENGTH | WEIGHT QELGQ%EF%C%R% EL/EE:Z %/ESINEVEJSEJHIENC?ﬁé%%&p%%ﬁ?@% ESQLL
T 4” # I_cn 1_cn r_cn
4 Tl B2 6 4 >R 46 28 A6 28 i % 38 < N PRESTRESSED CONCRETE CORED SLABS.
I /7 " /7 " / " T ! !
<1 510 8 *5 3 5'-0" 42 5'-0" 42 2'-0" 42 X R % RECESSES FOR TRANSVERSE STRANDS SHALL BE GROUTED AFTER THE
<y & C 1”& HOLES S11 170 #4 3 5’-10 662 5'-10 662 5'-10 662 \’; @ @ TENSIONING OF THE STRANDS.
1 V % S12 79 #5 1 6'-6" 536 o 2
s |5 - S14 2 w4 2 57-11” 16 5i{1” 16 5ioq1” 16 ﬂl 'R THE 2!/,” @ DOWEL HOLES AT FIXED ENDS OF SLAB SECTIONS SHALL BE
z = |} G 2 = 3 =iy 20 IR 30 ImE 20 \ Z 2 FILLED WITH NON-SHRINK GROUT.
- [ BEARING PAD S16 4 “4 3 511" 16 5117 16 511 16 N\ 6" 174" THE BACKER RODS SHALL CONFORM TO THE REQUIREMENTS OF TYPE M
<7 ? - TYPE T - gg j #j g g‘é ig g‘% i? g'% ig © BOND BREAKER. SEE SECTION 1028 OF THE STANDARD SPECIFICATIONS.
" q-" /1 _ " / _ 14 / _ 14
REINFORCING STEEL LBS. 897 897 897 S18, 3'-1” 1-5/5" 1/-6" WHEN CORED SLABS ARE CAST, AN INTERNAL HOLD-DOWN SYSTEM SHALL BE
% EPOXY COATED s17| 2r-11” © EMPLOYED TO PREVENT VOIDS FROM RISING OR MOVING SIDEWAYS. AT LEAST
REINFORCING STEEL LBS. 536 - = SIX WEEKS PRIOR TO CASTING CORED SLABS, THE CONTRACTOR SHALL SUBMIT
sie| 2/-9” R N TO THE ENGINEER FOR REVIEW AND COMMENT, DETAILED DRAWINGS OF THE
FIXED END 7000 P.5.I. CONCRETE CU. YDOS-. 12.0 12.0 3.1 T ~ N PROPOSED HOLD-DOWN SYSTEM. IN ADDITION TO STRUCTURAL DETAILS,
TYPE T -~ 22 REQ' D) S15| 1'-8Y% O & LOCATION AND SPACING OF THE HOLD-DOWNS SHALL BE INDICATED.
0.6” @ L.R. STRANDS No. 27 27 27 S11| 2/-gn < @
st 270 @ SHALL BE DONE WHEN THE CONCRETE HAS HEACHED A COMPRESSTVE .
-0"” ol = A A A A COM
ELASTOMERIC BEARING DETAILS GRADE 270 STRANDS = o = STRENGTH OF NOT LESS THAN THE REQUIRED STRENGTH SHOWN IN THE
ELASTOMER IN ALL BEARINGS SHALL BE 60 DUROMETER HARDNESS. 0.6 L.R. LS 1’-6”\ CONCRETE RELEASE STRENGTHT TASLE.
AREA 0.217 ® R ALL REINFORCING STEEL IN VERTICAL CONCRETE BARRIER RAILS SHALL
( SQUARE INCHES ) - S BE EPOXY COATED
ULTIMATE STRENGTH N .
GUTTERLINE ASPHALT THICKNESS & RAIL HEIGHT (LBS. PER_STRAND ) >8,600 PRESTRESSING STRANDS SHALL BE CUT FLUSH WITH THE CORED SLAB UNIT
ASPHALT OVERLAY THICKNESS 4 RAIL HEIGHT (AEEEIIEERPQ%XEES)S 43,950 ALL BAR DIMENSIONS ARE OUT TO oUT ENDS.
LEFT 53/8// 3|/4// 8|/8// 3/_115/8// 3/_9|/4// 4/_2|/8//
SPAN A BILL OF MATERIAL FOR VERTICAL CONCRETE BARRIER RAIL GROOVED CONTRACTION JOINTS, />’ IN DEPTH, SHALL BE TOOLED IN ALL
RIGHT 16 7% 3% 53, 4'-1%4" 3-97%" 3-1134" EXPOSED FACES OF THE BARRIER RAIL AND IN ACCORDANCE WITH ARTICLE
A
’ A AT EA A A A
ASPHAL L psciess 15 2HONN FOR I b NP g O FOR ASFHALT — JOINTS. ONLY ONE CONTRACTION JOINT IS REQUIRED AT MIDPOINT OF
’ . ¥B25 144 #E STR | 13-8" 5053 BARRIER RAIL SEGMENTS LESS THAN 20 FEET IN LENGTH AND NO
CONTRACTION JOINTS ARE REQUIRED FOR THOSE SEGMENTS LESS THAN
o 53 =8 we > =7 033 10 FEET IN LENGTH.
B 3 *S19 20 #5 2 o’-6" 115 FLAME CUTTING OF THE TRANSVERSE POST-TENSIONING STRAND IS NOT
1// 10// 1// ALLOWED-
i } X EPOXY_COALED REINFORCING STEEL =B 3290 THE #4 S11 STIRRUPS MAY BE SHIFTED AS NECESSARY TO MAINTAIN 1”
" CLASS AA CONCRETE CU.YDS. 19.1
e TOTAL VERTICAL CONCRETE BARRLER RAIL [N. FT. 140.0 CLEAR TO THE GROUTED RECESS.
’ 1 \ FOR GROUT FOR STRUCTURES, SEE SPECIAL PROVISIONS.
A
I T | e s N CORED SLABS REQUIRED DEAD LOAD DEFLECTION AND CAMBER THE PERMITTED THREADED INSERTS ARE DETAILED AS AN OPTION FOR THE
1 / . / to: ST SOVEER LENGTATOTAL LENGTH T o 30" CONTRACTOR TO ATTACH FALSEWORK AND FORMWORK DURING CONSTRUCTION.
_ . NUMBER 70 UNIT , 0.6”@ L.R
10 R R — — 70’ CORED SLAB UNIT . R. THE PERMITTED THREADED INSERTS IN THE EXTERIOR UNITS SHALL BE
=|Z (EES EXTERIOR C.S.U. 10°-0 10°-0 STRAND SIZED BY THE CONTRACTOR, SPACED AT 4’-0” CENTERS AND GALVANIZED
T|< Y . . : INTERIOR C.S.U.[ < 207'-0" 210/-0" CAMBER (SLAB ALONE IN PLACE ) 27 ) IN ACCORDANCE WITH SECTION 1076 OF THE STANDARD SPECIFICATIONS.
gliy A W/ 12”@ VOIDS STAINLESS STEEL THREADED INSERTS MAY BE USED AS AN ALTERNATE.
= s | ' [INTERIOR C.S.U. iy o DEFLECTION DUE 10O o Yoy
u|z al® I I LS 2/, W/ 10”3 VOIDS 1 70’-0 70°-0 SUPERIMPOSED DEAD LOAD 4 THE PERMITTED THREADED INSERTS SHALL BE GROUTED BY THE CONTRACTOR
L @ 1 1% 2" |1 EXTERIOR C.S.U.| 1 10'-0" 10°-0" m THE COST OF THE PERMITTED THREADED INSERTS SHALL BE INCLUDED IN
= NN |2 [ 2o > |INTERIOR C.S.U.[ & 200" | 350'-0" R INCLUDES FUTURE WEARING SURFACE THE PRICE BID FOR THE PRECAST UNITS.
=1p >l = 2 — W/ 12”@ VOIDS
| ol = TOTAL 6 - 420'-0"
] PN .. =\ | 23" cL. SECTION S-S oo CONCRETE RELEASE STRENGTH
1% i — AT DAM IN OPEN JOINT - -
neE o 3347 (THIS IS TO BE USED ONLY )
| % ' —{ | = WHEN SLIP FORM IS USED) o #5512 6" 4-%5 S12 . %5 S12 & SI3 UNIT PSI
[ ] [ ] - -¢ L B Bl - - >
ol I ) - . & S19 @ & SI3 @ 70’ UNIT 5500
= LIRSS € !/5"EXP. JT. MAT’L HELD IN 1” | 10” |17 FIELD BEND—— | 6”CTS. 6”CTS.
> % \ PLACE WITH GALVANIZED NAILS. — ~—  “B” BARS
(NOTE: OMIT EXP. JT.MAT’L.
Y I A I A | (') (') ') p
N | ! WHEN SLIP FORM IS USED) 5 5 /\ll//
\ w »s Ny | PROJECT NO.__17BP.14.R.155
) < #5 S19 ¢ 1 |
m Ll , L O w5512 & | i — MACON COUNTY
<|H 4!
Sla 3 < #5519 - ~—~—
Ak CPMEER *5 s12 5 ! — P 14+82.93 -L-
| o *5 S1I9——p=r—=L . | STATION: .
;J E < D:l [ ] [ ] [ [ ] [ p ® ®
° % : SHEET 4 OF 4
Cl\J : 11/14/2023
TN R I ——#5 12 \\\\\\\:\‘“(':'Xg’///,,// STATE OF NORTH CAROLINA
R : . (TYP.) \\\\‘\Ql_\.-égs'/-.o{///’//, DEPARTMENT OF TRANSPORTATION
i N /| | ST RALEIGH
. . . - ) | 2 :e..% 7.:7 ~
': J J [ ] L [ J e J ) [ J g .LL 053522-0 (. é
/ L %5 S12 SEE “PLAN OF ! . E - =
CONST. JT. UNIT FOR SPACING CONST. JT. ) 25 o e &S 3'-0"X 2'-0"
° ° N Ot
SECTION THRU RATL AR PRESTRESSED CONCRETE
END VIEW SIDE VIEW (5765, Do CORED SLAB UNILT
VERTICAL CONCRETE W STV Engincers, Inc.
900 West Trade St., Suite 715
BARRIER RAIL DETAILS END OF RAIL DETAILS
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