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PROP. 5’ CONC. SIDEWALK

PER DETAIL ON SHEET 5

INSTALL PROP. TYPE 1A RAMP

SIGNAL BOX TO REMAIN
EX. CONC PAD W/ 

TO REMAIN

EX. CONCRETE HEADWALL

EX. BRIDGE DECK

REMOVE EX. STOP BAR

MAKE SMOOTH TRANSITION.

EX. SIDEWALK AS NECESSARY TO 

ON SHEET 5. REMOVE AND REPLACE 

INSTALL PROP. TYPE 1  RAMP PER DETAIL 

PER DETAIL ON SHEET 6.

INSTALL MEDIAN ISLAND CURB RAMPS

TO REMAIN
GUY WIRES

TO EX. SIDEWALK
TIE PROP. SIDEWALK 

4’ FROM CROSSWALK
TO BE INSTALLED

PROP. 24" STOP BAR 

TO REMAIN
GUY WIRE 

FROM CROSSWALK
TO BE INSTALLED 4’ 
PROP. 4" PAINT LINE
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HYDRAULICSROADWAY DESIGN

ENGINEER ENGINEER

   R/W SHEET NO.5
/
1
4
/
9
9 SHEET NO.PROJECT REFERENCE NO.

444786

DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED

6’ CROSSWALK

TO PROP. TIE IN
REMOVE EX. 4" PAINT 

TO COORDINATE WITH THE NCDOT TRAFFIC SERVICES UNIT TO DETERMINE SIGN PLACEMENT.

OF THE INTERSECTION AT THE BEGINING AND END OF WORKING HOURS. THE CONTRACTOR WILL NEED 

CLOSURE (W20-3).  THE CONTRACTOR WILL BE RESPONSIBLE FOR THE CLOSURE AND REOPENING

CLOSURE.  THE CONTRACTOR WILL PROVIDE PORTABLE WORK ZONE SIGNS FOR INTERSECTION 

WILL BE PROVIDED BY THE NCDOT, AS WELL AS TYPE III BARRICADES REQUIRED FOR INTERSECTION 

PORTABLE MESSAGE BOARDS DENOTING DATES OF INTERSECTION CLOSURE AND DETOUR

STD. DETAIL 1205.07

CROSSWALK

10’ HIGH VISABILIY 

US
 19
 SOUTH

LINES

INSTALL YEILD

BY THE ENGINEER.

TO CONNECT TO EXISTING FEATURES AS DIRECTED 

2’-6" CURB AND GUTTER. SAW CUT TO EXISTING WHITE LINE 

INSTALL APPROXIMATELY 67 LF OF PROP. 
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