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SHEET NO.PROJECT REFERENCE NO.

ROADWAY DESIGN
ENGINEER ENGINEER

PAVEMENT DESIGN

HENDERSON COUNTY CULVERT #440215

TYPICAL SECTION NO. 1

GRADE

POINT

CL-L-

C1

T

GRADE TO THIS LINE

TE1

10'

C1

EXISTING GROUND

2:1

EXISTING GROUND

SHLD

3'*
SHLD

3'*

2:1
 TO
 4
:1

VARIE
S

3'

(1.
5:1
 M

AX)2:1

C1 C1

NOT TO SCALE

E2 E2

U

C -L-

SURFACE COURSE

BASE COURSE BASE COURSE

3" MIN.
3" MIN.

C2

DETAIL SHOWING METHOD OF WEDGING (W)

L

SURFACE COURSE

UE1

**

VARIES VARIES

VARIES VARIES
Plans Prepared By:

2A-1

DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED

E3

NOT TO SCALE

(SEE TRAFFIC CONTROL PLANS)

PAVEMENT
EXISTING/PERMANENT TEMPORARY PAVEMENT

C3

TEMPORARY PAVEMENT DETAIL

U

W**

PAVEMENT SCHEDULE

ITEM DESCRIPTION

C1

NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE 

T EARTH MATERIAL

E1

EXISTING PAVEMENTU

W WEDGING - SEE DETAIL THIS SHEET

E2

C2

AN AVERAGE RATE OF 627 LBS. PER SQ. YD.

" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C, AT2
1PROP. APPROX. 5

C3

E3
AN AVERAGE RATE OF 342 LBS. PER SQ. YD.
PROP. APPROX. 3" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C, AT

GRADE

POINT

CL-L-

C1

T

GRADE TO THIS LINE

TE1

VARIES VARIES

C1

NOTE: SEE PLAN FOR SUPER ELEVATION RATES AND TRANSITIONS

TYPICAL SECTION NO. 2

* 6'-0" WITH GUARDRAIL

10' 10'

SHLD

3'*
SHLD

3'*3'

.08 .08

EXISTING GROUND

(1.
5:1
 M

AX)2:1

2:1

2:1
 TO
 4
:1

VARIE
S

EXISTING GROUND

-L- STA. 7+90.00  TO STA. 8+45.00

-L- STA. 8+45.00  TO STA. 9+10.00

-L- STA. 7+20.00  TO STA. 7+90.00

IN LAYERS NOT LESS THAN 3" OR GREATER THAN 5.5" IN DEPTH.
AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH TO BE PLACED
PROP. VARIABLE DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B25.0C, AT

.08 .08

* 6'-0" WITH GUARDRAIL

9' TO 10'

VARIES     ***

*** -L- STA. 7+20.00 LT TO STA. 8+01.89 LT

B-6022

AN AVERAGE RATE OF 165 LBS. PER SQ. YD.  IN EACH OF TWO EQUAL LAYERS
PROP. APPROX. 3" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B, AT

" IN DEPTH.2
1IN LAYERS NOT TO EXCEED 1

AN AVERAGE RATE OF 110 LBS. PER SQ. YD. PER 1" DEPTH TO BE PLACED 
PROP. VARIABLE DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B, AT

3"

3"

AN AVERAGE RATE OF 165 LBS. PER SQ. YD.

" ASPHALT CONCRETE BASE COURSE, TYPE S9.5B, AT2
1PROP. APPROX. 1

CHARLOTTE, NORTH CAROLINA 28226

8008 CORPORATE CENTER DRIVE, SUITE 110

NC Lic. No. C-3881
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