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DETAILS
MOMENT SLAB

 4

9-#4 B1 THRU B9, TOP & BOTTOM @ 1'-0" MAX. CTS.

#4 B1 OR B2

(B6 THRU B9, 2 BAR RUNS)

L.M. SAMPLES

THE STANDARD SPECIFICATIONS.

FOR ADDITIONAL GUARDRAIL DETAILS, SEE ROADWAY PLANS AND SECTION 862 OF

CONCRETE MOMENT SLAB.

EXCAVATING, AND SUPPLYING ANY INCIDENTALS NECESSARY TO CONSTRUCT THE

COMPENSATION FOR SUBMITTALS, LABOR, TOOLS, EQUIPMENT, MOMENT SLAB MATERIALS,

THE CONTRACT UNIT PRICE FOR "MOMENT SLAB LIN. FT." WILL BE FULL

ALL REINFORCED STEEL IN THE MOMENT SLAB SHALL BE EPOXY COATED.

CONCRETE CURING AND STRENGTH REQUIREMENTS.

EQUIPMENT IS ALLOWED ON THE MOMENT SLAB PRIOR TO SATISFYING THE MINIMUM

OF 2000 PSI. IN ADDITION, NO FILL MATERIAL, ASPHALT, OR CONSTRUCTION

ATTAINED AN AGE OF THREE CURING DAYS OR A MINIMUM COMPRESSIVE STRENGTH

THE GUARDRAIL POSTS SHALL NOT BE ATTACHED UNTIL THE MOMENT SLAB HAS

PLATES IS INCLUDED IN ROADWAY ITEMS.

PAYMENT FOR GUARDRAIL, POSTS, ADHESIVELY ANCHORED BOLTS, AND POST BASE

ASTM A325. BOLTS, NUTS, AND WASHERS SHALL BE GALVANIZED.

ANCHOR BOLTS, NUTS, AND WASHERS SHALL BE 1" ~ AND MEET THE REQUIREMENTS OF

ANCHORED ANCHOR BOLTS OR DOWELS, SEE STANDARD SPECIFICATIONS.

REQUIRED, AND THE YIELD LOAD OF THE 1" ~ BOLT IS 21.8 KIPS.  FOR ADHESIVELY

BOLTS IN PLACE OF GUARDRAIL ANCHOR ASSEMBLY.  LEVEL TWO FIELD TESTING IS

THE GUARDRAIL ATTACHMENTS SHALL BE MADE USING ADHESIVELY ANCHORED ANCHOR

GUARDRAIL ANCHORS. KEEP THE SHIFTING OF REINFORCING TO A MINIMUM.

MOMENT SLAB REINFORCING STEEL MAY BE SHIFTED AS NECESSARY TO CLEAR

SPACING OF 30'-0".

EXPANSION JOINTS SHALL BE PLACED IN THE MOMENT SLAB AT A MAXIMUM

FOR CONCRETE MOMENT SLAB, SEE MOMENT SLAB SPECIAL PROVISION.

FINISHED GRADE

PLANS

SURFACE, SEE ROADWAY

PROPOSED PAVEMENT
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