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TOTAL

4

2

2

100.00

11+70.00 15+50.00 LT & RT

175.00

25

25

3B-1

11

25

25

-DET-

-DET-

13+42.19 14+95.04

13+76.95 15+00.53

LT

RT 125.00

150.00 14+27.89

14+40.4014+33.65

14+35.46

2

2 5

5

275.00

11+46.85 16+22.59 LT & RT-DET- 7 659 652

95

GREU

TL-2

1,262 1,258

0.5

0.5

0.5

0.5

1,921 1,910

11 1,921 1,910

11 1,921 2,005

2,020

ADD. GUARDRAIL POSTS: 5 EA

PHASE

II

I

4 EA

180.00 LF

STATIONSTATION

SAY:

LINE
SURVEY

PAVEMENT REMOVAL SUMMARY

TOTAL:

LT/ RT/ CL
LOCATION 2

YD

890

B-6025

12+25 14+60 CL 400

890

NC License Number F-0991

Charlotte, NC 28202

900 West Trade St., Suite 715

STV Engineers, Inc.

LENGTH

SHOP

CURVED

DOUBLE

FACED
STRAIGHT

BEG. STA. END STA. LOCATION

TOTAL:

TOTAL ANCHOR LENGTH:

TOTAL GUARDRAIL LENGTH:

SAY:

"N" = DISTANCE FROM EDGE OF LANE TO FACE OF GUARDRAIL.

W = TOTAL WIDTH OF FLARE FROM BEGINNING OF TAPER TO END OF GUARDRAIL.

TOTAL SHOULDER WIDTH = DISTANCE FROM EDGE OF TRAVEL LANE TO SHOULDER BREAK POINT.

FLARE LENGTH = DISTANCE FROM LAST SECTION OF PARALLEL GUARDRAIL TO END OF GUARDRAIL.

G = GATING IMPACT ATTENUATOR TYPE 350

NG = NON-GATING IMPACT ATTENUATOR TYPE 350

LINE

-L-

-L-

GUARDRAIL SUMMARY

WARRANT POINT

APPROACH

END

TRAILING

END

DIST.

FROM

E.O.L.

TOTAL

SHOUL.

WIDTH

FLARE LENGTH

APPROACH TRAILING APPROACH TRAILING

END END END END

W* ANCHORS

REMARKS

"N"

XI

MOD
M-350 VI

MOD
BICCAT-1 AT-1

TYPE 350

ATTENUATOR

IMPACT

GUARDRAIL

FACED

SINGLE

GUARDRAIL

EXISTING

REMOVE

GUARDRAIL

EXISTING
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* W MEASURED FROM "N" AT THE BEGINNING OF THE ANCHOR TO "N" AT THE END OF THE ANCHOR.

LT

RT

13+21.17 14+57.13

13+37.34 14+76.99

13+78.34

13+94.50 14+23.69

2

2

137.50

137.50

100.00

175.00

25
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4

7

7

25
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275.00
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TL-2
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0.5

0.5
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180.00 LF

TEMPORARY GUARDRAIL SUMMARY

-DET- 11+47 16+23 RT 490

-L-

will be paid for at the contract lump sum price for "Grading."

Removal of Existing Pavement 

Excavation, Fine Grading, Clearing and Grubbing, and 

Approximate quantities only.  Unclassified Excavation, Borrow
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