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GENERAL NOTES

2024 SPECIFICATIONS
EFFECTIVE: 01-01-2024

GENERAL NOTES:

GRADE LINE:
GRADING AND SURFACING:

THE GRADE LINES SHOWN DENOTE THE FINISHED ELEVATION OF THE PROPOSED
SURFACING AT GRADE POINTS SHOWN ON THE TYPICAL SECTIONS. GRADE LINES MAY BE
ADJUSTED AT THEIR BEGINNING AND ENDING AND AT STRUCTURES AS DIRECTED BY THE
ENGINEER IN ORDER TO SECURE A PROPER TIE-IN.

CLEARING:

CLEARING ON THIS PROJECT SHALL BE PERFORMED TO THE LIMITS ESTABLISHED BY
METHOD II.

SUPERELEVATION:
ALL CURVES ON THIS PROJECT SHALL BE SUPERELEVATED IN ACCORDANCE WITH STD.
NO. 225.04 USING THE RATE OF SUPERELEVATION AND RUNOFF SHOWN ON THE PLANS.
SUPERELEVATION IS TO BE REVOLVED ABOUT THE GRADE POINTS SHOWN ON THE TYPICAL
SECTIONS.

SHOULDER CONSTRUCTION:

ASPHALT. EARTH., AND CONCRETE SHOULDER CONSTRUCTION ON THE HIGH SIDE OF
SUPERELEVATED CURVES SHALL BE IN ACCORDANCE WITH STD. NO. 560.01.

GUARDRAIL:
THE GUARDRAIL LOCATIONS SHOWN ON THE PLANS MAY BE ADJUSTED DURING

CONSTRUCTION AS DIRECTED BY THE ENGINEER. THE CONTRACTOR SHOULD CONSULT
WITH THE ENGINEER PRIOR TO ORDERING GUARDRAIL MATERIAL.

RIGHT-OF -WAY MARKERS:

ALL RIGHT-OF-WAY MARKERS ON THIS PROJECT SHALL BE PLACED BY CONTRACT IN ACCORDANCE
WITH SECTION 801 OF THE 2024 NCDOT STANDARD SPECIFICATIONS FOR ROADS AND STRUCTURES.

SUBSURFACE PLANS:

SUBSURFACE INFORMATION IS AVAILABLE ON THE STRUCTURE PORTION OF THIS PROJECT ONLY.
THE CONTRACTOR SHOULD MAKE HIS OWN INVESTIGATION AS TO THE SUBSURFACE CONDITIONS.

TEMPORARY SHORING:

SHORING REQUIRED FOR THE MAINTENANCE OF TRAFFIC NOT SHOWN ON THE PLANS
WILL BE PAID FOR AT THE CONTRACT PRICE FOR “TEMPORARY SHORING.”

UTILITIES:

UTILITY OWNER ON THIS PROJECT IS FRONTIER COMMUNICATIONS.
ANY RELOCATION OF EXISTING UTILITIES WILL BE ACCOMPLISHED BY OTHERS. EXCEPT
AS SHOWN ON THE PLANS.
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STANDARD DRAWINGS

EFF. January, 2024

The fol lowing Roadway Standards as appear in “Roadway S+andard Drawings”
Highway Design Branch — N. C. Department of Transportation — Raleighs, N. C.,
Dated January, 2024 are applicable to this project and by reference hereby are
considered a part of these plans:

STD.NO.

TITLE

DIVISION 2 - EARTHWORK

200.02
225.02
225.04

Method of Clearing — Method 11
Guide for Grading Subgrade - Secondary and Local
Method of Obtaining Superelevation — Two Lane Pavement

DIVISION 5 - SUBGRADE., BASES AND SHOULDERS

560.01

Method of Shoulder Construction — High Side of Superelevated Curve — Method 1

DIVISION 8 — INCIDENTALS

862.01
862.02

Guardrail Placement
Guardrail Installation

DIVISION 11 — WORK ZONE TRAFFIC CONTROL

1101.01
1101.02
1101.04
1101.05
1110.01
1110.02
1130.01
1145.01
1150.01

Detail Drawing for Two—way Undivided Work Zone Warning Signs
Temporary Lane Closures

Temporary Shoulder Closures

Work Zone Vehicle Accesses

Stationary Work Zone Signs — Mounting Height & Lateral Clearance
Portable Work Zone Signs — Mounting Height & Lateral Clearance
Drum

Barricades — Type 111

Flagging Devices

DIVISION 12 — PAVEMENT MARKINGS, MARKERS AND DELINEATION

1205.01
1261.01
1261.02
1262.01

Pavement Markings — Line Types and Offsets

Guardrail and Barrier Delineators — Installation Spacing
Guardrail & Barrier Delineators — Types and Mounting
Guardrail End Del ineation

DIVISION 16 — EROSION CONTROL AND ROADSIDE DEVELOPMENT

1605.01
1607.01
1630.06
1631.01
1633.01
1633.02

Temporary Silt Fence

Gravel Construction Entrance
Special Stilling Basin

Matting Installation

Temporary Rock Silt+ Check Type A
Temporary Rock Silt+ Check Type B
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