
PAVEMENT SCHEDULE

ITEM DESCRIPTION
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Earth Material

Existing Pavement

Var. Depth Asphalt Pavement

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

ROADWAY DESIGN

ENGINEER ENGINEER

   R/W SHEET NO.

SHEET NO.PROJECT REFERENCE NO.

TYPICAL SECTION ON STRUCTURE

-L- STA 11+81.38 (BEGIN BRIDGE) TO -L- STA 12+28.63 (END BRIDGE)

TYPICAL SECTION
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-L- STA 12+28.63 (END BRIDGE) TO -L- STA 12+90.00

-L- STA 11+20.00 TO -L- STA 11+81.38 (BEGIN BRIDGE)
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DETAIL SHOWING METHOD OF WEDGING

Average Rate of 627 lbs. Per sq. yard.
Prop. Approx 5.5" Asphalt Concrete Base Course, Type B25.0C, at an
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BARRIER RAIL (TYP.)

VERTICAL CONCRETE

TRAVEL LANE

10'-0"

TRAVEL LANE

10'-0"

SURFACE

ASPHALT WEARING

SHLD

2'-5"

SHLD

2'-5"

24'-10" FACE TO FACE

9 PRESTRESSED CONCRETE CORED SLAB UNITS = 27'-0"
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DETAIL SHOWING GUARDRAIL PLACEMENT

GROUND
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2:1 MAX

6:1 MIN

0.08

GROUND
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VARIES

NOT ATTAINED

6' SHOULDER

REQUIRED WHEN

7'-6" G.R. POSTS

(SEE DETAIL)

FACE OF G.R.

PROVIDE 2' CLEAR TO

MAINTAIN EXIST. SHOULDER

RETROFIT G.R. AND

3'-0" MIN.

FROM 16.3' TO 18'

EXIST. PAVEMENT VARIES

Average Rate of 168 lbs. Per sq. yard in each of two layers.
Prop. Approx 3.0" Asphalt Concrete Surface Course, Type S9.5C, at an

layers not less than 1.5" or greater than 2"  in depth.
Average Rate of 112 lbs. Per sq. yard Per 1" Depth, to be placed in
Prop. Var. Depth Asphalt Concrete Surface Course, Type S9.5C, at an

in layers not less than 4" or greater than 5.5" in depth.
Average Rate of 114 lbs. Per sq. yard Per 1" Depth, to be placed
Prop. Var. Depth Asphalt Concrete Base Course, Type B25.0C, at an
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Note: Pavement edge slopes are 1:1 unless shown otherwise.
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