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1. CENTER VALVE BOX OVER OPERATING NUT TO
INSURE FREE VALVE OPERATION.

2. USE 6" RISER PIPE ON 4" & 6" VALVES.

3. USE 8" RISER PIPE ON 8" VALVES AND LARGER.
STANDARD VALVE BOX
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WITH A BITUMINOUS COAT

NEW PRECAST CONCRETE MANHOLE/PIPE CONNECTION

VERTICAL VALVE W/ BELOW GROUND OPERATOR
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TYPICAL PRECAST STRUCTURE NOTES:

1.

THE STRUCTURES SHALL BE DESIGNED TO PREVENT
FLOTATION WITHOUT THE BENEFIT OF SKIN FRICTION WHEN
THE GROUND WATER LEVEL IS AT FINISHED GROUND

SURFACE.

FLOTATION FORCES SHALL BE RESISTED BY THE

DEAD LOAD OF THE STRUCTURE AND SOIL DIRECTLY ABOVE

THE STRUCTURE.

WEIGHT OF EQUIPMENT AND PIPING

WITHIN THE STRUCTURE AND SOIL FRICTIONAL FORCES
SHALL NOT BE CONSIDERED AS BEING EFFECTIVE IN

RESISTING FLOTATION FORCES.

IF THE DESIGN OF THE STRUCTURE REQUIRES A CONCRETE
PAD TO PREVENT FLOTATION, THE COST OF DESIGNING,
FURNISHING AND INSTALLING A REINFORCED CONCRETE PAD
SHALL BE INCLUDED IN THE PRICE FOR THE STRUCTURE.
DETAILS OF THE DESIGN OF THE CONCRETE PAD (IF
REQUIRED) SHALL BE SUBMITTED TO THE ENGINEER FOR

REVIEW.
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CASING PIPE
(SEE SPECIFICATIONS AND DRAWINGS FOR
CASING DIA. AND THICKNESS)

SINGLE WYTHE BRICK AND
MORTAR SEAL AT END OF

20’_0” _
< (Typ.)
2’—6" 5)_0” 51 O” 5’_0" 2’—6"
/
~ — — = A Wi H
PLAN \
CARRIER PIPE
NOTE 5.
CASING SPACERS
STEEL CASING CARRIER PIPE
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SINGLE CARRIER PIPE

NOTES:

IN CASING

1. ENCASEMENTS SHALL EXTEND AT LEAST FROM DITCH LINE TO DITCH LINE IN CUT SECTIONS, 5’ BEYOND
TOE OF SLOPES IN FILL SECTIONS, AND 10" BEYOND EDGE OF PAVEMENT IN SECTIONS WITH NO DITCH OR

FILL AREA.

3. CONTRACTOR SHALL USE BENDS TO FIELD CONNECT CARRIER PIPE FROM SHAFTS ALIGNMENT SHOWN ON

PLAN.

4. CASING PIPE SHALL BE SLOPED TO DRAIN TOWARDS THE LAUNCH SHAFT AT EACH CROSSING LOCATION.

5. CONTRACTOR MAY USE TYPE C END SEALS WITH STAINLESS STEEL BANDS AS MANUFACTURED BY PIPELINE
SEAL AND INSULATOR, INC IN PLACE OF BRICK AND MORTAR SEAL. ANNULAR SPACE GROUTING SHALL BE

COMPLETED AS SPECIFIED PRIOR TO END SEAL INSTALLATION.
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