DocuSign Envelope ID: 2EF73F6A-238E-465D-9A90-E5AC3B6ED5C6

0 SMU_GDO02_002_870102.dgn

401_003 B555

5:32:31 PM

FILE: c:\cdmxm\fangth\d2313755\

DATE: 11102018

\ C HP 12 X 53 \
‘ STEEL PILES

W.P. #1 ¢ BRIDGE

STA. 12+77.86 -L- STA. 13+04.00 -L-

v

W.P, #2
STA. 13+30.14 -L-

T

P
80°-00'-00"
\ (TYP.)
\ FILL FACE @
END BENT 2
FILL FACE @
END BENT 1
C HP 12 X 53

C HP 12 X 53
CHP 12 X 53_4//4\ STEEL PILES
STEEL PILES ‘

‘ STEEL PILES
e

\

\

END BENT 2

END BENT 1 FOUNDATION LAYOUT

DIMENSIONS LOCATING PILES ARE SHOWN TO THE
CENTERLINE OF PILES.ALL PILES ARE VERTICAL.

NOTES

FOR PILES, SEE SECTION 450 OF THE STANDARD SPECIFICATIONS.

PILES AT END BENTS 1 AND 2 ARE DESIGNED FOR A FACTORED RESISTANCE
OF 70 TONS PER PILE.

DRIVE PILES AT END BENTS 1 AND 2 REQUIRED DRIVING RESISTANCE
OF 120 TONS PER PILE.

STEEL H-PILE POINTS ARE REQUIRED FOR STEEL H-PILES AT END
BENT 1. FOR STEEL PILE POINTS, SEE SECTION 450 OF THE
STANDARD SPECIFICATIONS.

DRILLED-IN PILES ARE REQUIRED FOR END BENT 2. EXCAVATE HOLES AT
PILE LOCATIONS TO ELEVATION 2141.0 FT.FOR PILE EXCAVATION, SEE
SECTION 450 OF THS STANDARD SPECIFICATION.

TESTING PILES WITH PILE DRIVING ANALYZER (PDA) DURING DRIVING,
RESTRIKING OR REDRIVING MAY BE REQUIRED. THE ENGINEER WILL
DETERMINE THE NEED FOR PDA TESTING. FOR PDA TESTING, SEE SECTION
450 OF THE STANDARD SPECIFICATIONS.

DOCUMENT NOT CONSIDERED
FINAL UNLESS ALL
SIGNATURES COMPLETED

CDM SMITH

5400 Glenwood Avenue, Suite 400
Raleigh, NC 27612-3228

NC COA No. F-1255

DRAWN BY :

VDK DATE :1/18

CHECKED BY =

THF DATE :H5/18

DESIGN ENGINEER :

VDK DATE :6/18

60E43C9AEAB0462...

11/10/2018

PROJECT NO._ B-5550
TRANSYLVANIA COUNTY

STATION; 13+04.00 -L-

SHEET 2 OF 3

STATE OF NORTH CAROLINA

DEPARTMENT OF TRANSPORTATION

RALEIGH

GENERAL DRAWING
FOR BRIDGE OVER

KING CREEK ON SR 1402
BETWEEN SR 1351 AND SR 1356.

REVISIONS SHEET NO.

DATE: NO. BY: 5_02

3 TOTAL
SHEETS

4l 15




		2022-12-18T10:49:17-0800
	Digitally verifiable PDF exported from www.docusign.com




