
BENT 1 BENT 2 BENT 3 BENT 4 BENT 5 BENT 6 BENT 7 BENT 8

FIX EXP.EXP. EXP.EXP. EXP.EXP. EXP.EXP. EXP.EXP. EXP.EXP. EXP.EXP. EXP.EXP. FIX
END BENT 2

FILL FACE @

END BENT 1

FILL FACE @

SPAN A SPAN B SPAN C SPAN D SPAN E SPAN F SPAN G SPAN H SPAN I

GROUND LINE

EXISTING

WATER ELEV.

FULL LAKE

END BENT 2END BENT 1

SECTION ALONG { OF ROADWAY

PLAN

TO WESSER TO BRYSON CITY

NOTES

BRIDGE ORIENTATION CONFORMS TO EXISTING BRIDGE PLANS.

AND THE ROUTINE INSPECTION REPORT DATED 11/02/2017.

GENERAL DRAWING INFORMATION IS TAKEN FROM THE ORIGINAL PLANS

NO. NO.BY: BY:DATE: DATE:

REVISIONS SHEET NO.

TOTAL
SHEETS

STATE OF NORTH CAROLINA

RALEIGH

COUNTY

PROJ. NO.

DEPARTMENT OF TRANSPORTATION

1
2

3

4

GENERAL DRAWING

BRIDGE NO.

SIGNATURES COMPLETED

FINAL UNLESS ALL

DOCUMENT NOT CONSIDERED

8

S-1DRAWN BY :

CHECKED BY :

DATE :

DATE :

27-MAR-2018 14:59

kpaschal

G:\Structures\Final Plans\401_001_15BPR9_SMU_GD_S1_860008.dgn

R.L.PUTEK 11/17

01/18

ACCORDING TO THESE PLANS OR AS NOTED HEREIN.

I HEREBY CERTIFY THAT THIS STRUCTURE WAS REHABILITATED

RESIDENT ENGINEER DATE

15BPR.9

SWAIN

)CRA GNOLA ECAF LLIF OT ECAF LLIF( "0-'008

)B NAPS( "9
-'88

)C NAPS( "9-'
88

)D NAPS( "9-'88 )E NAPS( "9-'88
)F NAPS( "9-'88

)G NAPS( "9-'88

)H NAPS( "9-'88

)A NAPS( "
•4-'

98 )I NAPS( "•4-'98

END BENT 1

FILL FACE @

END BENT 2

FILL FACE @

BENT 1

{ JOINT @

{ BRIDGE

BENT 3

{ JOINT @
BENT 2

{ JOINT @

BENT 5

{ JOINT @ BENT 6

{ JOINT @
BENT 7

{ JOINT @

BENT 8

{ JOINT @

(FONTANA LAKE)
LITTLE TENNESSEE RIVER

US 19, US 74, & NC 28 OVER
FOR BRIDGE ON

ISLAND

EXIST. CONC.

BENT 4

{ JOINT @

82 CN/47 SU/91 SU

A.M.LEE

SCOPE OF WORK

SEAL

031021

N

ORTH CAROLINA

P
R

OF
ESSIONAL

E
NGINEER

E

EL .M REB
M

A

32

SLAB 1

APPROACH
SLAB 2

APPROACH

(F
O

N
T

A
N

A
 

L
A

K
E
)

T
E

N
N

E
S

S
E

E
 

R
I

V
E

R
L
I

T
T

L
E

W
O

L
F

- PLACE SILICONE JOINT SEALANT AT THE END BENTS.

  TRANSITION BETWEEN ROADWAY AND BRIDGE. 

- PERFORM INCIDENTAL MILLING AND PLACE NEW ASPHALT PAVEMENT TO PROVIDE A SMOOTH

- CLEAN AND PAINT CATWALK RAILS.

- REMOVE DEBRIS FROM TOP OF BENT CAPS AND APPLY EPOXY COATING.

- PERFORM SHOTCRETE AND CONCRETE REPAIRS IN PREPARED AREAS.

- REMOVE UNSOUND CONCRETE AND PROPERLY PREPARE SHOTCRETE AND CONCRETE REPAIR AREAS.

- EPOXY INJECTION OF CONCRETE CRACKS.

- PREPARE AND REPAIR PRESTRESSED CONCRETE GIRDER REPAIR AREAS.

- GROOVE PPC BRIDGE DECK.

- OVERLAY PREPARED BRIDGE DECK WITH POLYESTER POLYMER CONCRETE (PPC).

- PARTIALLY REMOVE BRIDGE DECK CONCRETE BY SCARIFICATION AND SHOTBLASTING METHODS.
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