
(TYP.)

CAP REPAIR

CLEANED (TYP.)

TO BE BLAST

EXPOSED REBAR

ANY EXPOSED REBAR

REMOVE 1" (MIN.) BEHIND 

CUT (TYP.)

•" DEEP SAW

BENT CAP REPAIRS

A

A

PLAN OF COLUMN

COLUMN REPAIR

NO. NO.BY: BY:DATE: DATE:

REVISIONS SHEET NO.

STATE OF NORTH CAROLINA

RALEIGH

COUNTY

DEPARTMENT OF TRANSPORTATION

1
2

3

4

DRAWN BY :

CHECKED BY :

DATE :

DATE :

27-MAR-2018 14:59

G:\Structures\Final Plans\401_071_15BPR9_SMU_CCRD_S32_860008.dgn

SIGNATURES COMPLETED

FINAL UNLESS ALL

DOCUMENT NOT CONSIDERED

(TYP.)

ANY EXPOSED REBAR)

AND 1"  MIN.  BEHIND

CONCRETE IS FOUND

(REMOVE UNTIL SOUND

OR CRACKED CONCRETE

SPALLED, DELAMINATED

SECTION A-A

REPAIR DETAILS

AND COLUMN

TYPICAL CAP

ELEVATION OF COLUMN

*

CLEANED (TYP.)

TO BE BLAST

EXPOSED REBAR

ANY EXPOSED REBAR

REMOVE 1" (MIN.) BEHIND 

*

CLEANED (TYP.)

TO BE BLAST

EXPOSED REBAR

ANY EXPOSED REBAR

REMOVE 1" (MIN.) BEHIND 

BRIDGE NO.

CUT (TYP.)

•"  DEEP SAW

(TYP.)

2" MIN.

CUT (TYP.)

•"  DEEP SAW

(TYP.)

2"  MIN.

2" MIN.

PROJ. NO.

NOTES

R.L.PUTEK

15BPR.9

S-32

32

TOTAL

SWAIN

8

A.M.LEE

03/18

03/18

SEAL

031021

N

ORTH CAROLINA

P
R

OF
ESSIONAL

E
NGINEER

E

EL .M REB
M

A

* REPAIR LENGTH SHALL NOT EXCEED 10 FEET.

SHEETS

TYPICAL BENT CAP REPAIRS ARE SHOWN. REPAIR DETAILS SIMILAR FOR END BENT CAPS.

3/29/2018


		2018-03-29T10:09:02-0700
	DocuSign, Inc.
	Digitally verifiable PDF exported from www.docusign.com




