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REPAIR LOCATIONS AND ESTIMATE OF QUANTITIES ARE BASED ON THE BEST S0P OF ~EPATR oA
INFORMATION AVAILABLE. IF ADDITIONAL REPAIRS NOT SHOWN ON THE DRAWINGS - H
ARE DEEMED NECESSARY BY THE ENGINEER, THE ENGINEER WILL NOTE ON THE OP OF DECK REPAIRS - SPANS G, H, & 1 PROJECT NO. 15BPR.9
DRAWINGS THE APPROXIMATE LOCATIONS AND DESCRIPTION OF THE REPAIRS AND ESTIMATE ACTUAL
ENTER THE ACTUAL QUANTITIES INTO THE AS-BUILT REPAIR QUANTITY TABLE. SWAIN COUNTY
SCARIFYING BRIDGE DECK 2341 SQ. YDS.
FOR SECTION A-A, SECTION B-B, AND SECTION C-C, SEE “JOINT DETAILS" SHEET. CLASS 11 SURFACE PREPARATION 874 <0. VDS,

FOR UNDERSIDE OF DECK, GIRDER, AND DIAPHRAGM REPAIRS, SEE "“FRAMING PLAN"
SHEET 3 OF 3.

/' /' / /| APPROX. CLASS II SURFACE PREPARATION
——~ EPOXY RESIN INJECTION (ERI)

DRAWN BY :

D.V. JOYNER

DATE : _11/2017

CHECKED BY :

H.A. LOCKLEAR

DATE : _2/2018

CONCRETE DECK REPAIR FOR PPC OVERLAY 82.4 SQ. YDS.

SHOTBLASTING BRIDGE DECK 2341 SQ. YDS.
PPC MATERIALS 81.3 CU. YDS.
PLACING AND FINISHING PPC OVERLAY 2341 SQ. YDS.
GROOVING BRIDGE FLOORS 19,305 SQ. FT.
SILICONE JOINT SEALANT 76.0 LIN.FT.

TOP OF DECK REPAIR QUANTITIES REPRESENT ESTIMATED VALUES OF CLASS
IT SURFACE PREPARATION AND CONCRETE DECK REPAIR FOR PPC OVERLAY
AFTER REMOVAL OF UNSOUND CONCRETE.(MIN.2”CLEAR TO SAWCUT). SEE
OVERLAY SURFACE PREPARATION FOR POLYESTER POLYMER CONCRETE SPECIAL

PROVISION.
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