
GUARDRAIL SUMMARY

"N" = DISTANCE FROM EDGE OF LANE TO FACE OF GUARDRAIL.

TOTAL SHOULDER WIDTH = DISTANCE FROM EDGE OF TRAVEL LANE TO SHOULDER BREAK POINT.

FLARE LENGTH = DISTANCE FROM LAST SECTION OF PARALLEL GUARDRAIL TO END OF GUARDRAIL.

W = TOTAL WIDTH OF FLARE FROM BEGINNING OF TAPER TO END OF GUARDRAIL.
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G = GATING IMPACT ATTENUATOR TYPE 350

NG = NON-GATING IMPACT ATTENUATOR TYPE 350
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2
7
-

M
A

R
-
2
0
17
 
16
:2

0
S
:\

D
i
s
t
3
\

M
a
c
o
n
\

D
N
0
0
5
2
0
 

C
a
t
 

C
r
e
e
k
 

T
u
r
n
 

L
a
n
e
\

D
N
0
0
5
2
0
 

C
a
t
 

C
r
e
e
k
\

D
G

N
\

D
N
0
0
5
2
0
_
r
d
y
_
s
u

m
.d

g
n

a
r
b
r
o

w
n
4
 
 
 

A
T
 

D
1
4

C
A

D
2
7
2
1
6
6

3

-Y2- RT13+50 17+75 425

ARB

ARB

-Y2- 13+50 17+75 RT 425

2

MARCH 2017

MARCH 2017 45344.3.8


	DN00520_rdy_sum

