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SOIL STABILIZATION SUMMARY SHEET

GEOTEXTILE FOR EROSION CONTROL

SHCEOEVTS TNO. LINE STATION ST/T\TO/ON SIDE ESTIMATE ~ (SY)

4 L | 700 | 650 RT | 65

4 L | 700 | 664 LT | 95

4 L 2130 2175 RT 45

4 L | 250 | 269 LT 20

4 L 1 090 1075 RT 725
SUBTOTAL 450
- MISGELLANEPU9 MATTING 10 0¢ IN9TALLED A9 DIRECTED OY THE ENGINEER 59860
TOTAL 0430
S5AY 0450

SOIL STABILIZATION TIME FRAMES

SITE DESCRIFPTION

STABILIZATION TIME

FIMEFRAME EXCERPTIONS

PERIMETER DIKES, SWALES, DITCHES AND SLOPES 7 DAYS NONE
HIGH QUALITY WATER (HQW) ZONES 7 DAYS NONE
_ IF SLOPES ARE 10’ OR LESS IN LENGTH AND ARE
SLOPES STEEPER THAN 34 - DAYS NOT STEEPER THAN 2:l, 14 DAYS ARE ALLOWED.
S| OPES 3: OR FLATTER 4 DAYS 7 DAYS FOR SLOPES GREATER THAN 50’ IN
LENGTH.
ALL OTHER AREAS WITH SLOPES FLATTER THAN 4: 14 DAYS NONE, EXCEPT FOR PERIMETERS AND HQW ZONES.




