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@ PROJECT REFERENCE NO. SHEET NO.
Q R-=5771 2A-I
S ROADWAY DESIGN PAVEMENT DESIGN
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| ¢ S S 12 - 12/ - ¢ s S 8™ - c‘\%;}\.ﬁ"(':'éﬁe:};"’o
PAVEMENT SCHEDULE 9’ wGR T o 9" wGR SEsESS o]
VAR. 0°-1.9 VAR. 0'-12.1 S L =
- - R PAVEMENT DESIGN
PROP. APPROX. 2.0” ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B, X 981 LRE PROVIDED BY NCDOT
C1 | AT AN AVERAGE RATE OF 224 Lbs PER SQUARE YARD. GRADE 2 %ﬁ:"ﬁ oS SE
P @,' ;’"'n...o" ‘\s‘
PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE $9.58, POINT M'w,,ﬁ#aﬂi‘ﬁ}ff:\\“
C2 AT AN AVERAGE RATE OF 112 LBS. PER SQ. YARD PER 1” DEPTH, TO BE ~_ __— \— oscrsnoEe7otans 111!
PLACED IN LAYERS NOT LESS THAN 1.5” OR GREATER THAN 2” IN DEPTH. 0.02 ) . ORIGINAL 3/28/2017
e A - NI am———— e e 7o . e DOCUMENT NOT CONSIDERED FINAL
D1 | v erAcE RATE OF 280D e SGUARE YaRp RSB MYPEN08, e T AT R e e —— — — GROUND UNLESS ALL SIGNATURES COMPLETED
PROP. VAR. DEPTH ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE 119.08, ..=..= M A Englneerlng LiceNnCse:
D2 | 37 Avmies st on e s o Yt s 1 SEr 0 g% s #&/) Consultants, Inc. ¥
598 East Chatham Street ~ Suite 137 Cary, NC 27511
PROP. APPROX. 4” ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE B25.0B, ORIGINAL GRADE TO THIS LINE Phone: 919.297.0220 Fax: 919.297.0221
- E1 | AT AN AVERAGE RATE OF 456 Lbs PER SQUARE YARD. GROUND
PROP. VAR. DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B25.0B,
B | o R e e Rieh, Tt o1y (o PLACED TYPICAL SECTION NO. 1
F1 | ASPHALT SURFACE TREATMENT, MAT & DOUBLE SEAL FROM -L- STA.12+50.00 TO STA.13+50.00 *NOTE: USE 6’ DITCH WIDTH AT THE FOLLOWING LOCATIONS:
FROM -L- STA.23+50.00 TO STA.25+50.00 FROM -L- STA.12+50.00 TO STA.14+00.00 LT. & RT.
J1 | 8" AGGREGATE BASE COURSE FROM -L- STA.25+00.00 TO STA.25+50.00 RT.
R1 | SHOULDER BERM GUTTER
G -L-
4 4 4 14 14 *
T EARTH MATERIAL . 6 | 12 —| e 12 - 6 - 8 -
9’ wGR 9’ wGR
U EXISTING PAVEMENT
GRADE
W | VARIABLE DEPTH ASPHALT PAVEMENT (SEE STANDARD WEDGING DETAIL THIS SHEET) . < B
0.08 |— 0.02 0.02 0.08 . S
PAVEMENT EDGE SLOPES AND TRENCH SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE. — - — —— ORIGINAL
o o~ | T, 21 GROUND
»‘
2 V
S @
WEDGING DETAIL oramaL 1/2-5"
€ PROPOSED € EXISTING GROUND GRADE TO THIS LINE
| VARIABLE (LT OR RT) _
2.0 MIN OVERLAY
QOE Q0 |48 %0, TYPICAL SECTION NO. 2
! |
QAN SISV <. 777 : = FROM -L- STA.13+50.00 TO STA.20+12.38 (BEGIN BRIDGE)
’,:::’ ‘%\ — \~:\L FROM -L- STA. 21+42.63 (END BRIDGE) TO STA.23+50.00
”@E 2.5" MIN (C) 25" MIN =
3" MIN 3" MIN
QJ) USE C1, D1, & J1 TO PAVE SHOULDER AREAS IN FRONT OF GUARDRAIL AT LOCATIONS SHOWN IN PLANS
DETAIL SHOWING METHOD OF WEDGING
G -DRI-, -DR2-
G L -
- 2’ VAR. VAR. 2’ 3’
—_— 3 el S —~
5" wGR 6’'TO 11 6'TO 8’ 5 wGR
36[_7[[
B 2
I_ n GRADE
- 340 - 6" TYP. = POINT S SHOULDER BERM GUTTER DETAIL
1'—3_1/2"> - 5'—0">< 12'-0" -l 12'-0" :‘5'—0" - <1’—_3]/2" 0.08 0.02 0.02 . : . ORIGINAL M 3/
i — ) . GROUND 10 54"
— Ll
Z | VAR. 2'-4"
w1
(DLLI
GRADE T 1L/0" 83 3_
POINT SIS GRADE TO THIS LINE i
c ‘ - 0.02 0.02 - GROUND /\
g — = = A1 T~ 2.
© - - L -7
0 TYPICAL SECTION NO. 3 = Ve
- \
§ TYPICAL SECTION ON STR CT RE FROM -DR1- STA.10+50.00 TO STA.12+90.73 @
S U U FROM -DR2- STA.10+12.00 TO STA.11+50.00
N~
?/E FROM -—L- STA.20+12.38 TO STA. 21+42.63 USE SHOULDER BERM GUTTER DETAIL IN
0 NOTE: USE BICYCLE SAFE 54” HIGH BRIDGE RAIL. USE —-L- PAVEMENT DESIGN AT THE FOLLOWING LOCATIONS: CONJUNCTION WITH TYP. SEC. NO. 2
2= FROM -DRIl- STA.12+80.00 TO 12+90.73 FROM -L- STA.19+79.00 TO 19+95.25 LT.
3 FROM _DR2— STA. 104+12.00 TO 10+18.00 FROM -L- STA.19+79.00 TO 20+07.63 RT.
S
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