NOTES

ALL PRESTRESSING STRANDS SHALL BE 7-WIRE LOW-RELAXATION GRADE 270 STRANDS AND SHALL CONFORM TO AASHTO M203
EXCEPT FOR SAMPLING REQUIREMENTS WHICH SHALL BE IN ACCORDANCE WITH THE STANDARD SPECIFICATIONS.

J\ ¢ END— ALL REINFORCING STEEL SHALL BE GRADE 60.
l«— 3,”BEVEL EDGE ¥, & X 5"
/a GI%EER A/ﬁ,CHOR STUDS APPLY EPOXY PROTECTIVE COATING TO END OF GIRDER SURFACES INDICATED IN ELEVATION VIEW.
SECTION “F’ 7 EMBEDDED PLATE “B-1" SHALL BE GALVANIZED IN ACCORDANCE WITH THE STANDARD SPECIFICATIONS.
(SEE NOTES) my ANCHOR STUDS SHALL CONFORM TO AASHTO M169 GRADES 1010 THROUGH 1020 OR APPROVED EQUAL, AND SHALL MEET THE TYPE
i : ) “B’” REQUIREMENTS OF SUBSECTION 7.3 OF THE ANSI/AASHTO/AWS D1.5 BRIDGE WELDING CODE.
G:I 4// 8// 4//
. -~ THE TRANSFER OF LOAD FROM THE ANCHORAGES TO THE GIRDER SHALL BE DONE WHEN CONCRETE HAS REACHED A COMPRESSIVE
N {r—gn STRENGTH OF NOT LESS THAN 7000 PSI.
] '
DEPENDING ON THE TYPE OF SYSTEM USED TO SUPPORT THE DECK SLAB FORMS, PRESET ANCHORS MAY BE NECESSARY IN THE
K T = PRESTRESSED CONCRETE GIRDER.
NI * * THE TOP SURFACE OF THE GIRDER, EXCLUDING THE OUTSIDE 4“ SHALL BE RAKED TO A DEPTH OF !/~
o - ® A 2“x 2"CHAMFER IS ALLOWED AT THE INTERSECTION OF THE WEB AND THE BOTTOM FLANGE OF THE 72”MODIFIED BULB
= T TEES ONLY.
R NG S THE CONTRACTOR HAS THE OPTION TO PROVIDE, AT NO ADDITIONAL COST TO THE DEPARTMENT, 2 ADDITIONAL STRANDS AT
S|y THE TOP OF THE GIRDER TO FACILITATE TYING OF THE REINFORCING STEEL. THESE STRANDS SHALL BE PULLED TO A LOAD
< ¢ ? OF 4500 Ibs.
e oo FOR EMBEDDED CLIPS FOR PRECAST CONCRETE GIRDERS, SEE SPECIAL PROVISIONS.
F4J
(ol
AN /17
EMBEDDED PLATE “B-1""DETAILS 1 ¥
(2 REQUIRED PER GIRDER) I
GIRDER SPAN A
TWENTIETH POINTS| O [0.05] 0.1 [0.15] 0.2 [0.25]0.3 [0.35] 0.4 |0.45] 0.5 [0.55] 0.6 |[0.65] 0.7 |0.75] 0.8 |0.85 ] 0.9 ]0.95 ] 1.0
CAMBER (GIRDER ALONE IN PLACE) bl o 10.046[0.092|0.134[0.173(0.208/0.237|0.261(0.278(0.288|0.292[0.288(0.278|0.261[0.237(0.208|0.173 |0.134 [0.092/0.046| ©
1 & 4 * % QEEEECIL,IP%NSE%U%“J“O v| o 0.028[0.057|0.084]0.111 |0.132|0.153 |0.167|0.180{0.185 |0.190 |0.185 |0.180 |0.167 [0.153 |0.132| 0.111 |0.084[0.057/0.028| ©
FINAL CAMBER * O %6// %6// %// 3/4// |5A6// 1// 1|/8// 1_7%6// 1|/4// 1|/4// 1|/4// 1_7%6// 1|/8// 1// |5A6// _7/4// 5/8// %6// _7%6// O
CAMBER (GIRDER ALONE IN PLACE) b 0 10.046[0.092|0.134]0.173|0.208(0.237[0.261(0.278[0.288|0.292(0.288|0.278|0.261[0.237|0.208|0.173 |0.1340.092[0.046| © " B B 4
¥ % DEFLECTION DUE 70 2" || 8 sPA. | /| 4 SPA. | /| 8 SPA. | 57 SPA. @ 1'-8" | 8 SPA. |\ | 4 sPA. |\ | 8 SPA. || 2/%"
2 & 3 SUPERIMPOSED D.L. vl o 10.032[0.064/0.094[0.124|0.148|0.171 [0.187[0.202[0.207|0.212 [0.207[0.202|0.187 | 0.171 |0.148 | 0.124 [0.094[0.064/0.032| © "Te3, T o6 | @13 e 13 @6 | @3V
' n" 17" 1" n" 1" 1" 17" 1" n" n" 1" n" n" Yz n" 1" 1" 1" ]' ! - 8 “
FINAL CAMBER f 0 6" | Ve /> Y6 Yo' e | B | e 1 e 1 She” | 78" ' | Y4 Y6 /> 6" | Y6 0 — =
Gl | SIOR S2 AND S61 | | S1,862 | | S1, S64 || S1,S62 S1 OR S2 AND S6l _
% % INCLUDES FUTURE WEARING SURFACE IN SUPERIMPOSED DEAD LOAD. 14 PAIRS w/ P=8" 9 PAIRS 44 PAIRS w/ P=5%y" 13 PAIRS 22 PAIRS w/ P=8"
5-0" w/ P=7" 53/-9~ w/ P=T" 13'-9” + B
ALL VALUES ARE SHOWN IN FEET (DECIMAL FORM), 10"-0" o o o
EXCEPT “FINAL CAMBER’, WHICH IS SHOWN IN INCHES (FRACTION FORM). S O 0 2 S I I S
G2-G4 | SI OR S2 AND S61 | | S1,562 S1, S63 S1, S62 S1 OR S2 AND S6l -
14 PAIRS w/ P=8" 9 PAIRS 38 PAIRS 19 PAIRS 22 PAIRS w/ P=8"
5-0" w/ P=7" w/ P=6" w/ P=T7" 13'-9”+ B
Y y y Y Y 10'-0" 46'-3"

STIRRUP PROJECTION

P = PROJECTION ABOVE TOP OF TOP FLANGE.

STIRRUP SPACING MEASURED ALONG BOTTOM FLANGE.

-

FOR DIMENSION B, SEE SHEET 1 OF 3.
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