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PROJECT REFERENCE NO. SHEET NO.
Macon County [7BPJ4.R.207 EC—5/CONST 4
. RW SHEET NO.
Brldge #550] 8] ROADWAY DESIGN HYDRAULICS
ENGINEER ENGINEER
J0
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TGS ENGINEERS
ENGINEERS 804—C N. LAFAYETTE ST
B SHELBY, NC 28150
rf‘ PH (704) 476—0003

CORP. LICENSE NO.: C-0275

PLACE COIR FIBER MATTING ALONG THE
STREAMBANK AT LOCATIONS WHICH
WILL NOT BE PLATED IN CLASS IIRIP

RAP, BUT WILL BE EXPOSED
BY REMOVAL OF END BENTS.

INSTALL COIR FIBER MATTING
IN THE PROPOSED DITCH LINE
-L- STA 11+50 TO 12+00 LT

EST. 40 SY

CLASS B RIP RAP
1 TONS, 5 SY GEO

STANDARD BASE D{JCH
SEE DETAIL A

1t
DETAIL A \
STANDARD BASE DITCH 2N
( Not to Scale) )29
Natural Natural ’\Q)
- : Ground SPECIAL CUT DITCH o\ >
SEE DETAIL B N I
. TS Min. D=1.5 Ft. B .
Gootextile Max. d=1.5 Ft. \ i
B=3 Ft. & ~
Type of Liner= 70 Tons, Class | Rip-Rap &
Geotextile 85 SY QLI
Est. DDE = 30 SY

’?9\ / 040
LD
“L_ STA.12+50 TO STA.13+15 LT

0,
1lls
DETAIL B
SPECIAL CUT DITCH
( Not to Scale)
Front '\Q’
< Ditch
Natural i b.".\ 3@( Slope
Ground 2 <\
Min. D=1 Ft.
" DETAIL D
_L— STA 11450 TO 12+00 LT PIPE OUTLET STABILIZATION
Natural ( Not to Scale) Nat
Ground %’/A/C Q";\*// \G“?o‘tJJ; -
<)
8’4/\/4' d\\‘aﬂ\v\ d
CLASS B RIP-RAP Length=6 Ft.
REMOVE EXISTING ABUTMENT, - d=1.5 Ft.
CUT SLOPE BACK AT 1.5(H):1(V)
& LINE W/CLASS Il RIPRAP
(24" THICK, KEYED-IN)
PROPOSED
EXCAVATION
(TYP.)

-L- STA 12+21 RT

PIPE OUTLET STABILIZATION
SEE DETAIL D

4 TONS CLASS B

NOTE:

UTILIZE SPECIAL STILLING BASIN(S) AS
STILLING BASIN WHERE APPLICABLE.
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