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PAVEMENT SCHEDULE o\‘agye"o,
SO soss}% Jr%,
PROP. APPROX. 3" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B, U‘L _L_ (SR 1369 — TELLICO RD) H f Ty z
C1 AT AN AVERAGE RATE OF 165 LBS. PER SQ. YD. IN EACH OF TWO % ADD 3'BEHIND FACE OF GUARDRAIL L E i §553§882E94"° E
LAYERS. MATCHLINE . MATCHLINE , z 5
N O AN AD '««,«;-%mﬁ‘*--zw
"ROYENC o %, Y tveeeenee” »
e
Co PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B, 40" 30" 10'-0" I 10'-0" 30" 4'-0" TVYPICAL SECTION NO 1 “nivge,/2021
AT AN AVERAGE RATE OF 110 LBS. PER SQ. YD. PER 1" DEPTH. TO -
BE PLACED IN LAYERS NOT TO EXCEED 1 15" IN DEPTH. ¢ FPONT MATCHING THE STATIONS DOCUMENT NOT CONSIDERED FINAL
' ST ON INSET B UNLESS ALL SIGNATURES COMPLETED
0.02 =,
., _FUFT_ @ TGS ENGINEERS
E1 PROP. APPROX. 4" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C, AT : w804 C N LAFAYETTE ST
AN AVERAGE RATE OF 456 LBS. PER SQ. YD. é rf‘ P (704) 476-0003
CORP. LICENSE NO.: C-0275
EXIST.

GROUND

PROP. APPROX. 8" ASPHALT CONCRETE BASE COURSE, TYPE B25.0C, AT

o E2 AN AVERAGE RATE OF 456 LBS. PER SQ. YD. IN EACH OF TWO LAYERS.
: g"m ADD 3’ FOR GUARDRAIL LOCATIONS
R1 SHOULDER BERM GUTTER T * DD MINIMUM 2’ PAST PAVED SHOULDER
USE TYP'CAL SECT'ON NO 1 EE% * LIMITS FOR ALL OTHER LOCATIONS
) VARIES 8'-0" NOTE:
AT GUARDRAIL LOCATIONS PAVE
-L- STA. 12+30.00 TO -L- STA. 12+93.70 (BEGIN BRIDGE) * % TO FACE OF GUARDRAIL UNLESS
T EARTH MATERIAL -L- STA. 13+46.30 (END BRIDGE) TO 14+40.00 SHOWN OTHERWISE ON PLANS.
PAVEMENT EDGE SLOPES ARE 1:1 UNLESS OTHERWISE SHOWN. NOTE: TRANSITION BETWEEN EXISTING AND TYP. SECT. NO.1 AS FOLLOWS: 7"?_
Exns Ground
-L- STA. 11+80.00 TO -L- STA. 12+30.00 '
-L- STA. 14+07.01 TO -L- STA. 14+90.00, LT GRADE TO
-L- STA. 14+40.00 TO -L- STA. 14+90.00, RT THIS LINE
e INSET A
[TL —L- (SR 1369 — TELLICO RD) USE |NSET A
I
; % % FDPS WIDTH STA.TO STA.
27'-0"” OUf TO OUT o o —L- STA.12+22.22 TO -L- STA.12+89.77 (BEGIN APPROACH SLAB) LT
13| vaAR, 10'_0" | 10'_0" VAR, | 13" 0-0"TO 2'-10 _L- STA.12+08.88 TO —-L- STA.12+75.95 (BEGIN APPROACH SLAB) RT
‘21_’62’ TB” 0'-0" TO 3'-1" _Y- STA.10+31.53 (END APPROACH SLAB) TO -Y- STA.10+62.86 RT
21_31: | GRADE ’_4’1
2-BAR 0.03 . FOINT FOT/?:% L fA_EEI'Aﬁ.
{\R/)SI\EIIAL i Al A N RAIL
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9 — 21" CORED SLAB UNITS = 27
2'6
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USE TYPICAL SECTION NO. 2 ‘g’gg
4
-L- STA. 12+93.70 TO -L- STA. 13+46.30 VAR 427 TO -6, | N S ET B
3 Q)
1"
- Exist. Ground = q;.\wd\ R —
% V23 S77= i _f
fgllﬂ % ADD 3'BEHIND FACE OF GUARDRAIL UTL 7Y (SR 1366 - SUGAR COVE RD) GRADE TO THIS LINE
S * 180" * USE INSET B
g 4'-0" 30" 9’0" 1 9’0"  _|3'-0" 4'-0"
1 -L- STA. 13+69.56 (END APPROACH SLAB) TO -L- STA. 13+83.82 LT
? EGXRIgrUND _ GROEl)jIliB
2 =
e

EXIST.
GROUND

EXIST.
GROUND

GRADE TO THIS LINE

TYPICAL SECTION NO. 3

USE TYPICAL SECTION NO. 3
-Y- STA. 10+11.59 TO -Y- STA. 10+70.00

NOTE: TRANSITION BETWEEN TYP. SECT. NO.3 AND EXISTING AS FOLLOWS:
-Y- STA. 10+70.00 TO -Y- STA. 11+20.00
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