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END BENT 1 END BENT 2

FOUNDATION LAYOUT

ORIENT PILES AS SHOWN.
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DURING THE LIFE OF THE STRUCTURE.

SCOUR CRITICAL ELEVATIONS ARE USED TO MONITOR POSSIBLE SCOUR PROBLEMS

THE SCOUR CRITICAL ELEVATION FOR THE SHEET PILES AT END BENT No. 1 & 2 IS 2,330.2 FT.

BRIDGE DECK ALIGNMENT.

ALL PILES ARE TO BE INSTALLED PLUMB WITH THE STRONG AXIS ORIENTED PARALLEL TO THE 

CONTACT THE GEOTECHNICAL OPERATIONS PERSON TO REVIEW AND MAKE RECOMMENDATIONS.

IF REFUSAL IS ENCOUNTERED ABOVE THE MINIMUM ELEVATIONS SPECIFIED, THE ENGINEER SHALL

BENT No. 2.

(LT) AND 2,326.2 (RT) AT END BENT No. 1 AND AT 2,315.4 FT. (LT) AND 2,327.7 FT. (RT) AT END

STEEL SHEET PILES SHOULD BE DRIVEN TO REFUSAL AND AT MINIMUM ELEVATION OF 2,324.1 FT.

EACH END BENT AS SHOWN.

PZ27 SHEET PILES ARE TO BE DRIVEN IN FRONT (STREAM SIDE) OF HP 12x53 STEEL PILES AT

POINTS, SEE SECTION 450 OF THE STANDARD SPECIFICATIONS.

STEEL H-PILE POINTS ARE REQUIRED FOR STEEL H-PILES AT END BENT No. 2. FOR STEEL PILE

DRIVE PILES AT END BENT No. 2 TO A REQUIRED DRIVING RESISTANCE OF 142 TONS PER PILE.

PILES AT END BENT No. 2 ARE DESIGNED FOR A FACTORED RESISTANCE OF 85 TONS PER PILE.

DRIVE PILES AT END BENT No. 1 TO A REQUIRED DRIVING RESISTANCE OF 142 TONS PER PILE.

PILES AT END BENT No. 1 ARE DESIGNED FOR A FACTORED RESISTANCE OF 85 TONS PER PILE.

FOR PILES, SEE SECTION 450 OF THE STANDARD SPECIFICATIONS.

ENGINEER

PR
OFESSIONAL

SEAL

NO
RT

H CAROLINA

 

20125

.gll
ah

sr
am

che
ek

,
j
r.

9
-
P

Z
2
7
 
S

T
E
E
L
 
S

H
E
E
T
 
P
I

L
E
S

(S
T

A
G

E
 
I
I
)

S
T

A
G

E
 
I

S
T

A
G

E
 
I
I

8
-
P

Z
2
7
 
S
T

E
E
L
 
S

H
E
E
T
 
P
I

L
E
S

S
T

A
G

E
 
I

S
T

A
G

E
 
I
I

1
7
-
P

Z
2
7
 
S
T

E
E
L
 
S

H
E
E
T
 
P
I

L
E
S
 
(S

T
A

G
E
 
I
)

1
7
-
P

Z
2
7
 
S
T

E
E
L
 
S

H
E
E
T
 
P
I

L
E
S
 
(S

T
A

G
E
 
I
)

 
(S

T
A

G
E
 
I
I
)

DocuSign Envelope ID: B5FD3823-0CBF-4FF0-B9E0-C0835E8D41AE

7/30/2019


		2019-07-30T07:31:43-0700
	Digitally verifiable PDF exported from www.docusign.com




