DocuSign Envelope |D: BSFD3823-0CBF-4FF0-BO9EO-CO835E8D41AE

9 . 57'-7'/4" (W.P. *1 TO W.P. #2) _
% - -
- } 12/-Q" . 55'-0” (CORED SLAB UNIT SPAN A) N 12/-0" .
2 (APPROACH SLAB) | (APPROACH SLAB)
|
e [92)
F L3R 5-0" e 5-0" e 10 SPACES @ 5'-0"= 50’-0" . 5-0" . 5-0" L 5-AYer
5| 4-BOLT TEMPORARY GUARDRAIL ANCHOR ASSEMBLIES (11 REQ.)
- 3% L [T 3-43%" 754"
& CONST. JOINT -L- ) N
|_
(V2]
i _\ _\
1 a1 o - - - —-_- -"N-"="-"-"'""—"\""-" -"=-" -""-"-"=-"-"=-"=-=-"= = |_ /
/ R o N Y e i -
R T il = I~ i S i -
s —
(@)
H 8”@ VOIDS —/
1 S
o
/
ar L _—_ Y s - s s, s s T —/—/ —//— / —m / —/—mm —/—m /T /T /T /T ———
s /Lo | °of !
~ FILL FACE @ —~ 7 fo . gy f S ° /\FILLFACE@
& ENDBENT ! N/ f - - - - - - - - - - - - - - - g4 - - - - - - - - - - - - J - - - - - -2y - - - - - - - - - - - - - - / END BENT 2
= V4 0
0 12 @ VOIDS
> (TYP. UNLESS NOTED)
1 o
0
/ /° /4 ‘/ /
Z Z
L Wy o/ ¢
A (NN
NOTES FOR TEMPORARY GUARDRAIL ON PROPOSED BRIDGE
THE ANCHOR ASSEMBLY FOR TEMPORARY GUARDRAIL SHALL CONSIST OF THE FOLLOWING :
A) FERRULES SHALL BE MADE FROM STEEL MEETING THE REQUIREMENTS OF AASHTO M169, GRADE 12L14 AND
SHALL HAVE A MINIMUM LENGTH OF THREADS OF 2'/5"
B) 2-%“DIA x 5”ANCHOR BOLTS SHALL CONFORM TO THE REQUIREMENTS OF ASTM A307. ANCHOR BOLTS
SHALL BE GALVANIZED.(AT THE CONTRACTOR’S OPTION, STAINLESS STEEL BOLTS AND WASHERS MAY BE
USED AS AN ALTERNATIVE FOR THE %“DIA.x 5“GALVANIZED ANCHOR BOLTS. THEY SHALL CONFORM
TO OR EXCEED THE MECHANICAL REQUIREMENTS OF ASTM A307. THE USE OF THIS ALTERNATE SHALL BE
APPROVED BY THE ENGINEER.)
1'-2"
%3 BARS - - C) WIRE STRUT SHOWN IN THE ANCHOR ASSEMBLY DETAIL ARE MINIMUM ALLOWABLE SIZE AND SHALL HAVE A
PLACED AS MINIMUM TENSILE STRENGTH OF 100,000 PSI.
SHOWN (AS
NEEDED) € GUARDRAIL POST ANCHOR ASSEMBLY WITH BOLTS SHALL BE ASSEMBLED IN THE SHOP.BOLT THREADS MAY BE RECUT AS NECESSARY
TEMPORARY ANCHOR ASSEMBLY TO INSURE FIT.
GUARDRAIL . ;
‘/ (SEE ROADWAY — - THE COST OF THE ANCHOR ASSEMBLY COMPLETE IN PLACE, SHALL BE INCLUDED IN THE UNIT CONTRACT PRICE
< BILAN[%AEDBGZ o3 N BID FOR "3'-0”x 1'-9”PRESTRESSED CONCRETE CORED SLABS".
AWIN a 3 y _ o
SHEET 7 OF T N 0.375 DIA FERRULES TO BE PLUGGED DURING CASTING OF THE CORED SLAB UNITS AS RECOMMMENDED BY THE MANUFACTURER.
Y Y “ E :
, - WIRE STRUT AT THE CONTRACTOR'S OPTION, FERRULES WITH OPEN OR CLOSED ENDS MAY BE USED.
1 11" PAYMENT FOR ANCHORED TEMPORARY GUARDRAIL ARE INCLUDED IN TRAFFIC CONTROL.
- - - - 53 BARS
ANCHOR ASSEMBLY— / \ /PLACED AS . PLUG FERRULES WITH GROUT UPON REMOVAL OF TEMPORARY GUARDRAIL BOLTS.
(SEE DETAIL THIS SHOWN (AS € GUARDRAIL POST
SHEET) \ o] ANCHOR ASSEMBLY FOR GROUT FOR STRUCTURES, SEE SPECIAL PROVISIONS.
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