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VERTICAL GRADE DATA -L-

(-)3.000%

EL = 2,344.57

VC = 80'

SPAN A

(-)9.0337%
PI = 13+54.00

(-)3.000%

VERTICAL GRADE DATA -L-

EL = 2,339.68'

VC = 40'

SECTION ALONG -L-
SECTIONS THROUGH END BENTS ARE TAKEN AT RIGHT ANGLES

STA. 13+28.80 -L-

G.P. EL. 2,342.16

FILL FACE @ END BENT 1

G.P. EL. 2,340.44

FILL FACE @ END BENT 2

FIX.
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(TYP.)

STRUCTURE EXCAVATION

(TYP.)

RIP RAP
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(GRADE TO DRAIN)

TO EL. 2,337.0 

EXCAVATE

(GRADE TO DRAIN)

TO EL. 2,336.0
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(TYP.)
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STRUCTURE 

UNCLASSIFIED 

END BENT 2END BENT 1

1'-6" TO LIMITS OF UNCLASSIFIED

(TYP.)

PZ27 SHEET PILES

(TYP.)

HP12x53 STEEL PILES

APPROXIMATE GROUND LINE
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LOW CHORD ELEVATIONS

OVERTOPPING FLOOD DATA:

HYDRAULIC DATA:

OVERTOPPING FLOOD ELEVATION

FREQUENCY OF OVERTOPPING FLOOD

OVERTOPPING DISCHARGE

*

*

EB2:

BASE HIGH WATER ELEVATION

BASE DISCHARGE (Q100)

DRAINAGE AREA

DESIGN HIGH WATER ELEVATION

FREQUENCY OF DESIGN DISCHARGE

DESIGN DISCHARGE

2341.5

1100 CFS

2.38 SQ. MI.

2339.7

25 YRS.

750 CFS

2341.0

25 YR+

820 CFS

WHICH OCCURS @ -L- STA 13+30 RT

LOWEST HIGH POINT ON DECK/ROADWAY,

OVERTOPPING ELEVATION REPRESENTS 

2,339.49EB1:
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-L- CURVE DATA

€

PI Sta 13+93.04

D = 19° 05' 54.9"

T = 53.48'

R = 300.00'

-L- CURVE DATA

€

PI Sta 12+32.69

D = 35° 48' 35.5"

L = 84.06'

T = 43.02'

R = 160.00'

L = 105.86'
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BRIDGE I.D. STA.

STA. 13+00.00 -L- FILL FACE @ END BENT 2

WORK POINT 2

STA. 13+28.80 -L-

FILL FACE @ END BENT 1

WORK POINT 1

BEGIN APPROACH SLAB END APPROACH SLAB

STA. 13+39.50 -L-STA. 12+60.50 -TAN. EXT.-

TO 
SR 

14
08

-L-

120°00'00" (TYP.) 

STRUCTURE

EXISTING

PC 13+39.55 -L-

& DETAIL) (TYP.)

(ROADWAY PAY ITEM

TEMPORARY SHORING 

57'-7‚" = LENGTH OF BRIDGE

PT 12+73.73 -L-

28'-9†"

TO 
SR 1

366

(TYP.)

RIP RAP

CLASS II 
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GENERAL DRAWING
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MACON

SR 1408 AND SR 1366
ON SR 1369 BETWEEN

TELLICO CREEK
FOR BRIDGE OVER

120.00

S-1

SHEET 1 OF 4

REPLACES BRIDGE NO. 550180

REPLACES BRIDGE NO. 550181

38

STA. 12+71.20 - TAN. EXT.-

28'-9†"

2,337.79

EXTENDED FROM THE PT AT STATION 12+73.73-L-.

STATIONING @ END BENT 1 OCCURS ON THE TANGENT

NOTE TO CONTRACTOR: W.P. #1 AND  APPROACH SLAB

STA. 12+71.20 - TAN. EXT.-

ENGINEER

PR
OFESSIONAL

SEAL

NO
RT

H CAROLINA

 

20125

.gll
ah

sr
am
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#1 DETAIL)

(SEE WORKPOINT

-TAN. EXT.-

STA. 12+71.20 - TAN. EXT.-

@ EB1

FILL FACE 

EXTENDED

TANGENT 

WORK POINT #1

2.53'

PT STA. 12+73.73-L-

*

* IGNORE CURVE

-L-

              

STATIONING OCCURS ALONG THE TANGENT EXTENDED.     

IN ADDITION, THE CONTRACTOR SHALL ASSUME THAT ALL

           

           SLAB ELEVATIONS

         3. COMPUTATIONS OF BRIDGE OR APPROACH 

         2. LAYOUT OF APPROACH SLAB AT END BENT 1

         1. LAYOUT OF END BENT 1

THE LAYOUT OF THE FOLLOWING:

THE CONTRACTOR SHALL USE THE TANGENT EXTENDED FOR

WORKPOINT #1 DETAIL

FILL FACE TO FILL FACE
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