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80 TONS PER PILE.

DRIVE PILES AT END BENT NO.1 TO A REQUIRED DRIVING RESISTANCE OF
133 TONS PER PILE.

PILES AT END BENT NO. 2 ARE DESIGNED FOR A FACTORED RESISTANCE OF
80 TONS PER PILE.

DRIVE PILES AT END BENT NO.2 TO A REQUIRED DRIVING RESISTANCE OF
133 TONS PER PILE.
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END BENT 1 END BENT 2
FOUNDATION LAYOUT PLAN
ALL END BENT PILES ARE HP12x53 STEEL PILES.
DIMENSIONS LOCATING PILES ARE SHOWN TO THE
CENTERLINE OF PILES.ORIENT PILES AS SHOWN.
FOUNDATION RECOMMENDATION NOTES
FOR PILES, SEE SECTION 450 OF THE STANDARD SPECIFICATIONS.
- PILES AT END BENT NO.1 ARE DESIGNED FOR A FACTORED RESISTANCE OF
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STATE OF NORTH CAROLINA

DEPARTMENT OF TRANSPORTATION

RALEIGH

GENERAL DRAWING

FOR BRIDGE ON SR 1369
OVER SUGAR COVE CREEK
BETWEEN SR 1310 AND NC 28
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