
EXISTING PAVEMENT WIDTH VARIES 24'-25'
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-EL- STA. 47+98.19 TO 49+98.19
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EXISTING PAVEMENT WIDTH VARIES 24'-25'

U

-EL- STA. 41+92.00 TO 47+98.19
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TYPICAL SECTION NO. 8

TYPICAL SECTION NO. 7

-EL- STA. 49+98.19 TO 56+50.00
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EXISTING PAVEMENT WIDTH VARIES 22'-33'

UE

-EL- STA. 24+67.83 TO STA. 26+39.35
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PAVEMENT SCHEDULE

AT AN AVERAGE RATE OF 456 LBS. PER SQ. YD.

PROP. APPROX. 4'' ASPHALT CONCRETE SURFACE COURSE. TYPE B25.0C

PROP. APPROX. 3'' ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5C

AT AN AVERAGE RATE OF 168 LBS. SQ. YD. IN EACH OF TWO LAYERS

4'' CONCRETE SIDEWALK

EXISTING PAVEMENT

PROPOSED 4'' AGGREGATE BASE COURSE

EARTH MATERIAL

V VARIABLE MILLING PAVEMENT, 3'' TO 7''
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