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SHEET NO.

1A

1B

2A-1 THRU 2A-2

2C-1 THRU 2C-2

RW-1

4 THRU 7

TMP-1 THRU TMP-7

PMP-1 THRU PMP-5

EC-1 THRU EC-6

SIGN-1 THRU SIGN-2
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DOCUMENT NOT CONSIDERED FINAL
UNLESS ALL SIGNATURES COMPLETED

( ROADWAY STANDARD DRAWING | <

THE FOLLOWING ROADWAY STANDARDS AS APPEAR IN "ROADWAY STANDARD DRAWINGS" -
PROJECT SERVICES UNIT - N.C. DEPARTMENT OF TRANSPORTATION - RALEIGH, N.C.,
DATED JANUARY 2018 ARE APPLICABLE TO THIS PROJECT AND BY REFERENCE HEREBY ARE
CONSIDERED A PART OF THESE PLANS:

700.05
848.01
862.01
862.02
862.03
1101.01
1205.01
1205.07
1205.08
1205.09
1205.10
1250.01

TYING PROPOSED PAVEMENT TO EXISTING PAVEMENT
CONCRETE SIDEWALKS

GUARDRAIL PLACEMENT

GUARDRAIL INSTALLATION

STRUCTURE ANCHOR UNITS

WORK ZONE TRAFFIC SIGNS

PAVEMENT MARKINGS - LINE TYPES AND OFFSETS
PAVEMENT MARKINGS - PEDESTRIAN CROSSWALKS
PAVEMENT MARKINGS - SYMBOLS AND WORD MESSAGES
PAVEMENT MARKINGS - PAINTED ISLANDS

PAVEMENT MARKINGS - SCHOOL AREAS

PAVEMENT MARKINGS - PAVEMENT MARKER SPACING

(GENERAL NOITES)

THE GRADE LINES SHOWN DENOTE THE FINISHED ELEVATION OF THE PROPOSED
SURFACING AT GRADE POINTS SHOWN ON THE TYPICAL SECTIONS. GRADE LINES MAY BE
ADJUSTED AT THEIR BEGINNING AND ENDING AND AT STRUCTURES AS DIRECTED BY THE
ENGINEER IN ORDER TO SECURE A PROPER TIE-IN.

DRIVEWAYS SHALL BE CONSTRUCTED IN ACCORDANCE WITH STD. 848.02
USING 3 FOOT RADII OR RADII AS SHOWN ON THE PLANS. LOCATIONS OF DRIVES
WILL BE AS SHOWN ON THE PLANS OR AS DIRECTED BY THE ENGINEER.

THE GUARDRAIL LOCATIONS SHOWN ON THE PLANS MAY BE ADJUSTED DURING
CONSTRUCTION AS DIRECTED BY THE ENGINEER. THE CONTRACTOR SHOULD CONSULT
WITH THE ENGINEER PRIOR TO ORDERING GUARDRAIL MATERIAL.

NO SUBSURFACE PLANS ARE AVAILABLE ON THIS PROJECT. THE CONTRACTOR SHOULD
MAKE HIS OWN INVESTIGATION AS TO THE SUBSURFACE CONDITIONS.
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