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PHASE II

 

         ROAD TO ITS FINAL TRAFFIC PATTERN.

         PAVEMENT MARKINGS, REMOVE ALL TRAFFIC DEVICES AND SIGNS, AND OPEN

STEP 3:  USING ROADWAY STANDARD DRAWING NO. 1101.02, SHEET 1 OF 14, PLACE FINAL

(SEE ROADWAY PLANS AND SHEETS TMP-6 THRU TMP-7).

PROPOSED SIDEWALK FROM -EL- STA. 16 + 93 +/- (LT.) TO -EL- STA. 17 + 37 +/- (LT.)

PAVING OPERATIONS OF EXISTING SB SR 1116 (N. COUNTRY CLUB RD.) AND CONSTRUCT

STEP 2:  USING ROADWAY STANDARD DRAWINGS NO. 1101.02, SHEET 1 OF 14, CONDUCT MILLING &

         SB SR 1116 (N. COUNTRY CLUB RD.) (SEE SHEETS TMP-6 THRU TMP-7).

STEP 1:  USING ROADWAY STANDARD DRAWINGS NO. 1101.02, SHEET 1 OF 14, CLOSE THE

      HAS BEEN MILLED AND RESURFACED.

NOTE: REPEAT PHASE II, STEPS 1 THRU 3 UNTIL ENTIRE SB SR 1116 (N. COUNTRY CLUB RD.)

 

MARKINGS, AND OPEN TO THE EXISTING TRAFFIC PATTERN.

STEP 3:  USING ROADWAY STANDARD DRAWINGS NO. 1101.02, SHEET 1 OF 14, PLACE TEMPORARY PAVEMENT

(RT.) (SEE ROADWAY PLANS AND SHEETS TMP-4 THRU TMP-5).

PROPOSED 2' - 6'' CURB & GUTTER FROM -EL- STA. 17 + 40 +/- (RT.) TO -EL- STA. 17 + 81 +/-

AND -EL- STA. 21 + 24 +/- (RT.) TO -EL- STA. 26 + 39 +/- (RT.), AND CONSTRUCT

PROPOSED SIDEWALK FROM -EL- STA. 16 + 93 +/- (RT.) TO -EL- STA. 17 + 82 +/- (RT.)

PAVING OPERATIONS OF EXISTING NB SR 1116 (N. COUNTRY CLUB RD.), CONSTRUCT

STEP 2:  USING ROADWAY STANDARD DRAWINGS NO. 1101.02, SHEET 1 OF 14, CONDUCT MILLING & 

         NB SR 1116 (N. COUNTRY CLUB RD.) (SEE SHEETS TMP-4 THRU TMP-5).

STEP 1:  USING ROADWAY STANDARD DRAWINGS NO. 1101.02, SHEET 1 OF 14, CLOSE THE

      HAS BEEN MILLED AND RESURFACED.

NOTE: REPEAT PHASE I, STEPS 1 THRU 3 UNTIL ENTIRE NB SR 1116 (N. COUNTRY CLUB RD.)

SIMULTANEOUSLY AS APPROVED BY THE ENGINEER.

CONTRACTOR MAY WORK MULTIPLE SEGMENTS AND TYPES OF WORK OPERATIONS

ADVANCE WARNING SIGNS.

ON SHEET TMP-3 AND NCDOT RSD NO. 1101.01, SHEET 3 OF 3 TO INSTALL WORK ZONE

USE STATIONARY ADVANCE WARNING SIGN FOR 2-LANE ROADWAY ASPHALT SURFACE TREATMENT
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