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CULVERT CONSTRUCTION SEQUENCE -L- STA. 11+ 92

1. UTILIZE SPECIAL STILLING BASIN(S) AS NEEDED THROUGHOUT CULVERT CONSTRUCTION.

2. CONSTRUCT IMPERVIOUS DIKES AND INSTALL 36 INCH TEMPORARY PIPE, DIVERTING FLOW THROUGH THE TEMPORARY PIPE.
3. CONSTRUCT PROPOSED CULVERT AND INLET/OUTLET CHANNEL IMPROVEMENTS.

4. REMOVE IMPERVIOUS DIKES AND TEMPORARY PIPE. DIVERT FLOW THROUGH CULVERT.

5. COMPLETE ROADWAY.

IMPERVIOUS DIKE

;A

3I’NA 2007

a ' gh ©
\ N 717 9
‘{;‘{p 5 L/ % ' Z
R 7 7 gj
BARN Epu{/ W A % N END PROJECT
‘A = ’ ' —=[= POT STA.I3460.00
F — _ _ @& ________——/’/ = z C(«i/
5 EM= — Da_a B B § T ] g —/'
, TS
— O — — o )ﬂ(%
d Fl == 5" a7 gy ¢
BEGIN PROJECT / | 1957 5
~[= POT STA.I0+50.00 S A
15" SIDE DRAIN SUs § 15" SIDE DRAIN

36 INCH TEMPORARY
PIPE IMPERVIOUS DIKE




		2018-05-18T13:37:45-0700
	DocuSign, Inc.
	Digitally verifiable PDF exported from www.docusign.com




