03/20/19

S:\S&DUNStandards Group\Standards and Drawings\Drawings\20I8 Standard Dwgs\Division 9 Final\03I0.20_sgn_sht0l_SchoolMarked Crosswalk Speed Reduction IS Required_2-19.dgn

User:dstokes

TIP NO. SHEET NO.

»——Docu§igned by:

Aot 7 dpe,
T@/ 2019

BC60F6E8B584403...

APPROVED:

DATE:

SEAL

-0

% SEAL

N\
1y

‘HOI3IVHY

SAVMHOIH 40 NOISIAIA

NOI1V1HOdSNVYHl 40 "1d3d
40 3JLVIS

"O°N
VNITTOHVO HLHON

61-¢

d34IND3Y SI NOILINA3H A33dS FUIHM
ATVMSSOHI AaXNHVIN
HLIM 3INOZ TOOHIS DNINDIS
404 ONIMVHA TIVL3A HSITONI

SHEET 1 OF 4

910D20

600" MIN.

250" TO 500’

RN e R/W_
1<) 1@ 1O 18 1@
%) = a
« 8 = o «
T — o
o — 5
o L
. r - 2) .
mr ©F oF @ >r
R/W W 250’ TO 500" |100' MIN. ' 1100’ MIN.
f . d 3
’ . !
500" MIN. 500 MAx.ir 777777777777777777777777777777 2500 MAX.
LIMITS OF RESTRICTED
SCHOOL ZONE
© -G
(/2]
[2) rn|® \
z N H3| 2 THIS SIGN IS TO DISPLAY
S U15m| 8 THE LEGAL SPEED LIMIT
—Hgo|r = o FOR THE AREA OUTSIDE
- 7 > - THE SCHOOL ZONE.
('» -I‘ N .lh 1 _II.
- = 2 s o = 3
(2
B ®
NOTES: A 8
m =
1. USE TABLES 2B-1, 2C-2 AND 7B-1 IN MUTCD FOR SIGN SIZES.
2. WHEN GEOMETRIC DOES NOT PERMIT THE USE OF ALL @z s LEGEND
REQUIRED SIGNS AN ENGINEERING STUDY WILL DETERMINE : HE P PROPERTY LINE
APPROPRIATE SIGNING. BE=

3. ONLY USED IN CONJUNCTION WITH A YELLOW FLASHING BEACON.

- STATIONARY SIGN

: DIRECTION OF TRAFFIC FLOW

i 042546
W6 eSS
= T S
o 175} Cargy ™
= >
L
SE2
FdnCCDCJ
L _JEE H—
CDEECD:I
Z L)
W -
Sz
L
SCPwn
= . H
o~ Eﬁ
Tl wo
N [m]

ENGLISH DETAIL DRAWING FOR
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