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TEMPORARY SILT FENCE1605.01

ROCK INLET SEDIMENT TRAP TYPE C1632.06

SYMBOLDESCRIPTIONSTD. #

C

C

C

C

LEGEND 

TEMPORARY DEVICES. 

CONFIRM WITH NCDOT WHEN VEGETATION IS STABILIZED AND REMOVE 13.

REMAINING DISTUBRED AREA PER NCDOT SPECIFICATIONS. 

INSTALL SOD. PROVIDE TEMPORARY OR PERMANENT SEED AND MULCH IN 12.

INSTALL RIPRAP FOREBAYS BOTH BASINS AND RIPRAP DITCH ON NORTH BASIN.11.

BACKFILL WITH ENGINEERED MEDIA. 10.

WASHED STONE, AND FILTER FABRIC.

EXCAVATE FILTER BASIN, INSTALL UNDERDRAIN PIPE, CLEANOUTS, 9.

INSTALL NEW RISERS AND DRAINAGE PIPE. REMOVE EXISTING DRAINAGE PIPE.8.

UNDERDRAIN, MEDIA OR SOD.

LEAVING THE SITE OR BEING DEPOSITED ON TOP OF NEWLY INSTALLED 

INSTALL AND RELOCATE SILT FENCE AS NEEDED TO PREVENT SEDIMENT FROM7.

INSTALL ROCK INLET SEDIMENT TRAP AT EXISTING INLETS.6.

INSTALL GRAVEL CONSTRUCTION ENTRANCE.5.

INSTALL TRAFFIC CONTROL DEVICES PER TRAFFIC CONTROL PLAN.4.

FLAG WORK LIMITS.3.

TO BEGINNING LAND DISTURBING ACTIVITY.

CONTRACTOR SHALL NOTIFY NCDOT DIVISION OFFICE SEVEN DAYS PRIOR 2.

CONDUCT PRE-CONSTRUCTION MEETING WITH NCDOT DIVISION OFFICE.1.

CONSTRUCTION SEQUENCE
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GRAVEL CONSTRUCTION ENTRANCE

GRAVEL CONSTRUCTION ENTRANCE
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