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DESCRIPTION =
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NC GRID )/’/ S S

EXIT RAMP FOR US 23 BUSINESS
NAD 83 NA 20l _— AND ASHEVILLE  HIGHWAY

EAST ELEVATION STATION OFFSET
118 /49568.219 2159.34
OPS-1 (%" REBAR W/ PLASTIC CAP)

623817,
DESCRIPTION =

waz 749900 . 799 2166.91
OPS-2 (%" REBAR W/ PLASTIC CAP)

SURVEY CONTROL SHEET

PROJECT REFERENCE NO. SHEET NO.

() Stantec

Stantec Consulting Services Inc.
801 Jones Franklin Road

Suite 300

Raleigh, NC 27606

Tel. (919) 851-6866

Fax. (919) 851-7024
www.stantec.com

License No. F-0672

EXISTING CONDITIONS SURVEY

SITE COORDINATE CONTROL AND EXISTING CONDITIONS FOR PROJECT
ARE FROM A TOPOGRAPHIC SURVEY PERFORMED IN SEPTEMBER 2015 BY:
STANTEC CONSULTING
801 JONES FRANKL IN ROAD
RALEIGH, NC 27606

DATUM DESCRIPTION

THE LOCALIZED COORDINATE SYSTEM DEVELOPED FOR THIS PROJECT
IS BASED ON THE STATE PLANE COORDINATES ESTABLISHED BY
OTHERS FOR MONUMENT “GPS-1"

WITH NAD 83/NSRS 2007 STATE PLANE GRID COORDINATES OF
NORTHING: 623933.118(f+) EASTING: 749568.219(ft)
ELEVATION: 2159.34(ft)

THE AVERAGE COMBINED GRID FACTOR USED ON THIS PROJECT
(GROUND TO GRID) IS: 0.999776789
THE N.C. LAMBERT GRID BEARING AND
LOCALI1ZED HORIZONTAL GROUND DISTANCE FROM
"6PS-1" TO -L- STATION IS

ALL LINEAR DIMENSIONS ARE LOCALIZED HORIZONTAL DISTANCES
VERTICAL DATUM USED [S NAVD 88
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