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EROSION CONTROL DETAILS

PROJECT REFERENCE NO. SHEET NO.

R—4436NC EC—2

RW SHEET NO.

CLASS 'A’ STONE

8 IN. MIN. DEPTH

NOTES

1. PROVIDE TURNING RADIUS SUFFICIENT TO ACCOMMODATE LARGE
TRUCKS.

2. LOCATE ENTRANCES TO PROVIDE FOR UTILIZATION
BY ALL CONSTRUCTION VEHICLES.

3. MUST BE MAINTAINED IN A CONDITION WHICH WILL PREVENT
TRACKING OR DIRECT FLOW OF MUD ONTO STREETS.

PERIODIC TOPDRESSING WITH STONE WILL BE NECESSARY.

4. ANY MATERIAL TRACKED ONTO THE ROADWAY MUST BE
CLEANED UP IMMEDIATELY.

5. LOCATE GRAVEL CONSTRUCTION ENTRANCE AT ALL POINTS OF
INGRESS AND EGRESS UNTIL SITE IS STABILIZED. PROVIDE
FREQUENT CHECKS OF THE DEVICE AND TIMELY MAINTENANCE.

6. NUMBER AND LOCATION OF CONSTRUCTION ENTRANCES TO
BE DETERMINED BY THE ENGINEER.

7. USE CLASS 'A’ STONE OR OTHER COARSE AGGREGATE APPROVED
BY THE ENGINEER.

8. INSTALL CONSTRUCTION ENTRANCES IN A WAY TO PREVENT VEHICLES
FROM BYPASSING CONSTRUCTION ENTRANCE LEAVING PROJECT SITE.

NOTE: PLACE FILTRATION GEOTEXTILE BENEATH STONE
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NORTH CAROLINA
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DOCUMENT NOT CONSIDERED FINAL
UNLESS ALL SIGNATURES COMPLETED

ENGLISH STANDARD DRAWING FOR
GRAVEL CONSTRUCTION ENTRANCE
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() Stantec

Stantec Consulting Services Inc.
801 Jones Franklin Road

Suite 300

Raleigh, NC 27606

Tel. (919) 851-6866

Fax. (919) 851-7024
www.stantec.com

License No. F-0672
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