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(( PROJ. REFERENCE NO. SHEET NO.
14B.204414.11 | TMP-1A
THE FOLLOWING ROADWAY STANDARDS AS SHOWN IN "ROADWAY STANDARD DRAWINGS' -
PROJECT SERVICES UNIT - N.C. DEPARTMENT OF TRANSPORTATION - RALEIGH, N.C., GENERAL TRAFFIC CONTROL DEVICES
DATED JANUARY 2012 ARE APPLICABLE TO THIS PROJECT AND BY REFERENCE HEREBY <= DIRECTION OF TRAFFIC FLOW BARRIGADE (TYPE III
ARE CONSIDERED A PART OF THESE PLANS: rzz~x )
—————————— EXIST. PVMT. A CONE
STD. NO TITLE S == NORTH ARROW ® DRUM SKINNY DRUM © TUBULAR MARKER
I PROPOSED PVMT . A TEMPORARY CRASH CUSHION
1101.01 WORK ZONE ADVANCE WARNING SIGNS FLASHING ARROW BOARD
1101.02 TEMPORARY LANE CLOSURES WORK AREA FLAGGER
1101.11 TRAFFIC CONTROL DESIGN TABLES
1110.01 STATIONARY WORK ZONE SIGNS LAW ENFORCEMENT
1110.02 PORTABLE WORK ZONE SIGNS
113001 DRUM REMOVAL G ﬂEj TRUCK MOUNTED ATTENUATOR (TMA)
1135.01 CONES <TT CHANGEABLE MESSAGE SIGN
1145.01 BARRICADES -
1150.01 FLAGGING DEVICES
1180.01 SKINNY - DRUM SIGNALS TEMPORARY SIGNING
1205.01 PAVEMENT MARKINGS - LINE TYPES AND OFFSETS 5 ) P k] PORTABLE SIGN
1205.02 PAVEMENT MARKINGS - TWO-LANE AND MULTI-LANE ROADWAYS EXISTING |@|PROPOSED |@[© PORTABLE
1205.12 PAVEMENT MARKINGS - BRIDGES Fs o o|R TEMPORARY |- STATIONARY SIGN
1250.01 RAISED PAVEMENT MARKERS - INSTALLATION SPACING B T 5 STATIONARY OR PORTA s16
1251 .01 RAISED PAVEMENT MARKERS - PERMANENT AND TEMPORARY BLE SIGN
PAVEMENT MARKINGS
—_Er:hlnﬁg;f\gYLi';ﬁgs PAVEMENT MARKERS
CRYSTAL/CRYSTAL
| CRYSTAL/RED
€ YELLOW/YELLOW
PAVEMENT MARKING SYMBOLS
1(\4 PAVEMENT MARKING SYMBOLS
TEMPORARY PAVEMENT MARKING
COLD APPLIED PLASTIC TYPE IV - REMOVABLE TAPE
4_”
CB  YELLOW EDGELINE
24"
C2  STOP BAR
apPROVED: | 0)- W. Westands (.
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UNLESS ALL SIGNATURES COMPLETED
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